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TIGMATE® WELDING GLOVES
The Tigmate® is made from the finest top grain pigskin leather 
which is known for its breathability, softness and comfort. As TIG 
welding only generates low heat with minimal sparks, the glove is 
unlined and the soft pig grain leather provides optimal dexterity 
providing the wearer with improved touch sensitivity. The Clute 
pattern ensure maximum comfort with all seams sewn with 
Kevlar® thread to resist sparks and improve durability.

•  Quality Soft Grain Leather
•  Unlined for dexterity and soft touch
•  Sewn in heat-resistant Para-aramid thread for

extra durability
•  TIGMATE® Short Cuff 279 mm long
•  TIGMATE® Long Cuff 380 mm long

TIG11
TIGMATE SHORT CUFF

Welding Gloves

TIG16
TIGMATE® LONG CUFF

Welding Gloves

CERTIFICATIONS & STANDARDS
These Gloves are certifi ed by SAI Global to AS/NZS 2161.4.1999 
Occupational Gloves for protection against thermal risks (heat 
and fi re).

PRODUCT CODE – SHORT PRODUCT CODE – LONG SIZE

TIG11S TIG16S SML

TIG11M TIG16M MED

TIG11L TIG16L LRG

TIG11XL TIG16XL XLG
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Burning behaviour
Contact heat
Convective heat
Radiant heat
Small splashes of molten metal
Large quantities of molten metal
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AS/NZS
2161.4:1999
Lic# SMKH22088

Abrasion resistance
Blade cut resistance
Tear resistance
Pucture resistance

SAME QUALITY. 
SAME PERFORMANCE. 
NEW LOOK!


