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For more info• Heat Deflector
• Adjustable Speed for Pecision, Clean Cutting
• Forward & Reverse
• Lightweight & Portable
• Twin-Torch Upgrade Kit Available

Reliable & Accurate

Straight Line Cutting!

Tried, Tested, Proven
Simple, robust & reliable

Common Track Design
Interchangeable with other machines

Use with Oxy/Acetylene 
or Oxy/LPG
Supplied with both 
Acetylene & LPG tips

Torch Configuration
Single or Twin Torch

Straight or
Bevel Cutting

TX-180
Plate Cutter

https://goo.gl/vn89zi
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Part No. Description Unit Inner 
Qty

Outer 
Qty

5-TX180/1K TX-180  Plate Cutter Package- with Single Torch & 1.8m Track Kit 1 1

5-TX180TTK TX-180 2 Torch Upgrade Kit (Converts 1-Torch Machine to 2-Torch) Kit 1 1

5-TX180CCA TX-180 Circle Cutting Attachment Each 1 1

5-SX300T Track 1.8m suits SX-300 & TX-180 & Various Other Models Each 1 1

Technical Data

Travel Speed 180 – 800mm / minute

Cutting Thickness 5 – 150mm

Bevel Angle 0o – 45o

Cutting Tips
Uses 3-seat machine cutting tips
Oxy/Acetylene – Type 51
Oxy/LPG – Type 54

Power Supply 240V – 10A Plug

Gas Oxy & Acetylene or Oxy & LPG

Gas Inlet Connections 5/8” UNF (Standard Australian oxy connection)

Dimension
370mm Long
300mm Wide (with std rack bar)
150mm High (excluding torch & hoses)

Weight With Single Torch: 10kg With Twin Torch: 15kg

Cooling Fan cooled

Warranty 6 months

Also Known as Straight Line Cutter, Beetle Style Cutter

TX-180
Plate Cutter


