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FUSION+ T E C H N O L O G I E S

  1 0 0  X  5 3  M M  F I E L D  O F  V I S I O N  

  E R G O N O M I C  S H A P E - M E M O R Y 
H E A D B A N D  

  L O W  B A T T E R Y  S I G N A L  &  C H A N G E A B L E 
B A T T E R Y  

  V A R I A B L E  S H A D E S  5 - 8 / 9 - 1 3  

Welding & 
style
Inspired by the best assets of its predecessors, FUSION+ brings fantastic optical performance 

and greater comfort to the range. Suitable for all welding, FUSION+ is the very essence of 

innovation.

SUPPLIED WITH : Protective bag

 505 G

NON-CONTRACTUAL PICTURES

 B O L L É  S A F E T Y   W E L D I N G



b o l l e - s a f e t y . c o m

100 X 90 MM 4

148 0.10 MS

10 MM DIN 5-8/9-13

100 X 53 MM DIN 4
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M A D E  I N :  CN D A T A S H E E T :  10-26-2023

SOL AR ENERGY - 1X CR2032

D I M E N S I O N N U M B E R  O F 
D E T E C T O R S

W E I G H T R E A C T I O N  T I M E

T H I C K N E S S VA R I A B L E  S H A D E S

F I E L D  O F  V I S I O N C L E A R  S T A T E

C L A S S E S P O W E R  S U P P LY

E L E C T R O - O P T I C A L  F I L T E R S E N S O R

K N O W  M O R E 
A B O U T 

M A R K I N G S :

O R  S C A N :

 B O L L É  S A F E T Y   W E L D I N G

C L E A N I N G :  The lenses should be cleaned regularly. Bollé Safety recommends only 
using the B-clean lens cleaning system.

M A I N T E N A N C E :  Pitted, scratched or damaged lenses must be replaced by replacing 
the complete product. If the frame is damaged also replace the complete product. After each 
use it is recommended to keep the glasses or goggles in a microfiber pouch or rigid case.

S T O R A G E :  All products must be stored in a dry and clean environment.

C L E A N I N G  &  S T O R A G E

G E N E R A L  S P E C I F I C A T I O N S

COATED ELECTRODES, MIG /  MAG, TIG, 
PL ASMA, GRINDING 2 YEAR(S)U S E W A R R A N T Y

F U S I O N + P A C K A G I N G  &  C O D E

SINGLE:
Size: 245 x 290 x 210 mm

INNER BOX: 
Size: 23x26.5x26.6 cm 

Weight: 525 kg

OUTER PACK:
Size: 28.5 x 73 x 55.5 cm 

Weight: 6.2 kg
PRODUCT DESCRIPTION REFERENCE LENS MARKING FRAME MARKING STANDARD

 - VARIABLE WELDING SHADE 4/5-8/9-13  1680001  EN175 B EN166 - EN175 - EN379 9318330002504  - 1 pcs 9318330002504 - 6 pcs

CUSTOM CODE: 6506.10.00 33 PROP65: WARNING: CANCER AND/OR REPRODUCTIVE HARM – WWW.P65WARNINGS.CA.GOV 

https://flowcode.com/p/cYzxrEb4A

	Bouton 31: 


