
IP68 Side Entry Cable Gland Information
A1-SE1
Material:! ! ! Glass filled Nylon
Size (LxWxH):! ! 55x42x16mm
Min/Max Cable ∅! ! 2-7mm
Seal Material:! ! Silicone
Seal Hole Size! ! 2.5mm, 4mm & 6mm
Fixings:! ! ! A4 Stainless 
Base Gasket:! ! Foamed neoprene (closed cell)
! ! ! ! ! ! ! ! ! ! ! ! SE1

A1-SE5
Material:! ! ! Glass filled Nylon
Size (LxWxH):! ! 82x62x24mm
Min/Max Cable ∅! ! 7-9mm
Seal Material:! ! Silicone
Seal Hole Size! ! 7mm, 8mm & 9mm!
Fixings:! ! ! A4 Stainless 
Base Gasket:! ! Foamed neoprene (closed cell)

A1-SE6
Material:! ! ! Glass filled Nylon! ! !
Size (LxWxH):! ! 82x62x24mm! ! ! !
Min/Max Cable ∅! ! 10-12mm! ! ! ! ! !        SE5 & 6
Seal Material:! ! Silicone
Seal Hole Size! ! 10mm, 11mm & 12mm! !
Fixings:! ! ! A4 Stainless 
Base Gasket:! ! Foamed neoprene (closed cell)

IP Rating:! ! ! IP68
Packaging:! ! ! Blister made from re-cycled material - re-cycle code 3.
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