Soil Wetter
WITH ADDED

AND HUMATE

Soil Wetter is a blend of an environmentally safe
soil wetter, with liquid humates for longer lasting
soil improvement. Soil Wetter remains active for
several months (depending on weather conditions),
but regular applications will aid in progressive soil
improvement.
Soil Wetter is an effective solution to water
repellence in dry soils, making them easier to rewet and so increasing water-use efficiency from
either rainfall or irrigation. Its unique formulation
ensures quicker wetting and re-wetting of
hydrophobic soils as well as long term soil
conditioning and improved water holding benefits.
Soil Wetter works by breaking the surface tension created in hydrophobic soils and
allows water to penetrate the soil, preventing run-off and increasing water-use
efficiency. This also helps improve the soil water-holding capacity.

Production benefits:





Improves water penetration in soils
Increases water-use efficiency
Maximises nutrient uptake
For turf, landscape, nursery and agricultural use

Suggested Application Guidelines:
Boom sprayers &
Under-tree sprinklers

For all types of spray equipment, use the area normally covered by one
tankful to determine the amount of product required.
5-10L/ha

Drip or Micro-irrigation
systems
Overhead sprinklers;
Travelling or Pivot
irrigators

Use higher rates for lighter soils.
1L to 5L per mm of irrigation, with higher rates on lighter soil; lower rates on heavier soil.
(i.e. The amount concentrate needed per hectare of irrigated area
for 10mm of irrigation is 10L and 50L)

Using Soil Wetter is simply a matter of spraying it onto the soil after cultivation or bed-forming to
prepare the surface so that moisture from either rainfall or irrigation is readily absorbed. It is also highly
effective when applied via spray or drip irrigation.
Soil Wetter is not intended for foliar application, additional irrigation is advisable for any application
that covers turf or foliage.
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For optimum effectiveness Soil Wetter should be applied prior to planting, after cultivation and bedforming is completed. Soil Wetter is filtered to 150 microns so that it is suitable for application with any
conventional spray equipment including boom-sprays or irrigation equipment.

