
WWW.CERTECH.COM.AU

www.certech.com.au • 1300 144 111 • info@certech.com.au ABN: 17 149 306 785

OM3 6F Tight-Buffered Cable F-6COM3TB-XXSSPPEECCIIFFIICCAATTIIOONN SSHHEEEETT

CONSTRUCTION
1. Optical Fiber: OM3 Color Fiber  Fiber Brand: YOFC
2. Tight-Jacket OD: 0.9±0.05 mm
3. Aramid Yarn 1580D*7
4. Outer Jacket: LSZH OD: 4.5±0.1 mm

Color: Black

PARAMETERS OF FIBER
Optical Fiber Type UNIT OM3-300
Waveband nm 850/1300
Attenuation dB/Km 3.5/1.5

PRODUCT PARAMETERS
Long-Term Short-Term

170 340
100 500

30D (Dynamic) 15D (Static)
Storage and Opterating Temperature

PART No. & UPC CODE
Part No. UPC Code

F-6COM3TB-200 329518660
F-6COM3TB-300 329518662
F-6COM3TB-500 329518663
F-6COM3TB-1KM 329518664

APPEARANCE AND PACKING
1. No Damage On The Surface.
2. Wooden Drum Packing.

Multimode OM3 6F Tight Buffer BLACK
PRODUCT STRUCTURE DIAGRAM       

Performance

Max. Crush Resistance (N/100mm)
Min. Bend Radius

-20℃ ~ + 60℃

3. Segment Length: Usually 1000/2000/3000M Length of Each Drum Shall Be Similar As Much As
Possible. Other Lengths Can Be Customized By Clients

Max. Tension(N)
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