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Weatherfold 4s Inward Opening
INSTBWS3 REV D - MAR 2017

INWARD OPENING

Door Hardware Set Orientation FB = Flush Bolt, FP = Flush Pull, LK = Lock, left systems shown

Opening Preparation inward opening system shown, dimensions shown in mm[inches]

180 Track for 50kg(110lbs)
250 Track for 75kg(165lbs) & 100kg(220lbs)
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W = FINISHED OPENING WIDTH
H  = FINISHED OPENING HEIGHT

PT = PANEL THICKNESS
PB = PACKING BATTEN THICKNESS

180

250

PB = PT - 9.5[0.37]
PB = PT - 11.0[0.43]

Install Track & Channel as per INSTBWS1 or INSTBWS2

or 8 or 8
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Panel Size Calculation free leaf width calculator available from Brio (includes BOM & pricing)

N = No. of Panels
PW = Panel Width
JC = Jamb Clearance = 6[0.24]
PC = Panel Clearance = 4[0.16]

Brio Weatherfold 4s allows for equal size panels

PW = W-[PC(N-1) + 2(JC)]
N

W

PWPW

JC

PC
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PH = H - 61[2.40]
P

180 TRACK

H = H - 66[2.60]250 TRACK

H

PH = Panel Height

PH

45[2.95]
50[1.97]

7[0.28]

9[0.35]

Flush bolt Position see page 2 for flush bolt location for all configurations, router available

PANEL                        FLUSH BOLT            X

PH 456RN

456RLN

456RLXN-600

2200[86.6] 190[7.48]

2200[86.6] PH 2440[96.1] 450[17.72]

2440[96.1] PH 600[23.62]

≤

≤ ≤

≤ ≤3300[129.9]

Install 456 ‘N’ Type Offset Flush Bolt for top.

For square flush bolts
chisel out corners
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X
Counter bore for

lockable flush bolts

to 24[0.95] depth.

For square flush bolts
chisel out corners

Install 456 ‘I’ Type Channel Flush Bolt for bottom (only available in 1 size)
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2.5[0.10]

24[0.95]
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24[0.95]

Counter bore for

lockable flush bolts

to 24[0.95] depth.

Bottom flush bolt
throw locks into

channel.

Retaining bottom Flush bolt’s throw

Mark where flush
bolt throw strikes

and notch out hollow.
Align keeper edge

with track.

Install keeper to headboard.
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JC based on panels 850[33.47] wide and 38[1.50] thick
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