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Ford Select Models
2007-Up

CAN Data Interface

INTERFACE FEATURES
• Provides accessory power (12-volt 10-amp)

• Retains R.A.P. (retained accessory power)

• Provides NAV outputs (parking brake, 
reverse, speed sense)

• Pre-wired AXSWC harness 
(AXSWC sold separately)

• Can be used in both non-amplified and 
amplified models (including Sony/THX)

• Retains balance and fade (excluding Sony/THX)

• Micro-B USB updatable

INTERFACE COMPONENTS
• AXDI-FD1 interface

• AXDI-FD1 harness

• 8-pin sub/center harness

Ford
Econoline 
 (w/ CD) 2009-Up
Edge 2007-2010
Escape 2008-2012
Expedition 2007-2014
Explorer 
 (with NAV) 2009-2010
Explorer Sport Trac 
 (with NAV) 2009-2010 
F-150 * 2009-2012
F-150 STX/FX2 base/ 
 XLT base 2013
F-150 STX/XLT base 
 2014
F-250/350/450/550 
 2011-2012
F-250/350/450/550 XLT, 
 XL (w/ CD) 2013-2016

Ford (Cont)
F-650/750 
 (w/ CD) 2016-Up
Focus 2008-2011
Fusion 2010-2012
Mustang 2009-2014
Taurus 2010-2012

Lincoln
MKX 2007-2010
MKZ 2007-2009
Navigator 2007-2014

Mazda
Tribute 2008-2011
Mercury
Mariner 2008-2011
Milan 2010-2011

APPLICATIONS

Visit AxxessInterfaces.com for more detailed information about the product and up-to-date vehicle specific applications.

http://axxessinterfaces.com
http://axxessinterfaces.com/product/AX-FD1

