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MV Insulator - EL3M

M8x12 Effective Depth 
(AN08B-2)

M10x15 Effective Depth 
(AN10-1)
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Property Detail 

Material Glass reinforced Polyester (BMC) 

Colour Dark Brown 

Nut Insert Brass 

Test Standard JIS C 3801 & JIS C 3851 

Rated Voltage 3.6kV 

Surface Leakage Distance 88mm 

Low Frequency withstand 16kV (1min) 

Basic Impulse Level (BIL) 60kV 

Bending Strength 400kg (1min) 

Bending Strength >500kg

Tensile Strength >1200kg

Torsion Strength >25kg-m

M10x15 Effective Depth 
(AN10-1)
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MV Insulator - EL6M

M8x12 Effective Depth
(AN08B-2) M10x15 Effective Depth

(AN10-1)
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TOP BOTTOM

Property Detail 

Material Glass reinforced Polyester (BMC) 

Colour Dark Brown 

Nut Insert Brass 

Test Standard JIS C 3801 & JIS C 3851 

Rated Voltage 7.2kV 

Surface Leakage Distance 125mm 

Low Frequency withstand 22kV (1min) 

Basic Impulse Level (BIL) 75kV 

Bending Strength 400kg (1min) 

Bending Strength >500kg

Tensile Strength >1200kg

Torsion Strength >25kg-m

M10x15 Effective Depth 
(AN10-1)
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MV Insulator - EL12M

2- M8x12 Effective Depth 
(AN08B-2)

M10x21 Effective Depth 
(AN10-3)
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Property Detail 

Material Glass reinforced Polyester (BMC) 

Colour Dark Brown 

Nut Insert Brass 

Test Standard JIS C 3801 & JIS C 3851 

Rated Voltage 12kV
Surface Leakage Distance 172mm 

Low Frequency withstand 36kV (1min)

Basic Impulse Level (BIL) 95kV 

Bending Strength 300kg (1min) 

Bending Strength >400kg 

Tensile Strength >2000kg 

Torsion Strength >25kg-m

M16x29 Effective Depth 
(AN16-4)

M4x12  Effective 
(AN4-2)    Depth 
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MV Insulator - EL15M

M10x21 Effective Depth 
(AN10-3)

M8x12 Effective Depth 
(AN08B-2)
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TOP BOTTOM

Property Detail 

Material Glass reinforced Polyester (BMC) 

Colour Dark Brown 

Nut Insert Brass 

Test Standard JIS C 3801 & JIS C 3851 

Rated Voltage 15kV
Surface Leakage Distance 210mm

Low Frequency withstand 50kV (1min)

Basic Impulse Level (BIL) 110kV

Bending Strength 400kg (1min)

Bending Strength >500kg 

Tensile Strength >1500kg 

Torsion Strength >25kg-m

M16x29 Effective
      Depth 
      (AN16-4)

M4x12  Effective Depth   
(AN4-2)    
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MV Insulator - EL24M

2- M8x12 Effective Depth
(AN08B-2)

M10x21 Effective Depth 
(AN10-3)
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Property Detail 

Material Glass reinforced Polyester (BMC) 

Colour Dark Brown 

Nut Insert Brass 

Test Standard JIS C 3801 & JIS C 3851 

Rated Voltage 24kV
Surface Leakage Distance 356mm

Low Frequency withstand 60kV (1min)

Basic Impulse Level (BIL) 125kV
Bending Strength 300kg (1min)

Bending Strength >400kg

Tensile Strength >1500kg 

Torsion Strength >25kg-m

M16x29 Effective Depth 
(AN16-4)

M4x12  Effective 
(AN4-2)    Depth 




