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Modified SAE ’A’ to SAE ‘C’ Mount – WET

DESCRIPTION 76928 78299

Rated Torque 9100 (1028) 9000 (1017)

Full Release Pressure 240 (17) 230 (16)

Input Spline (Internal) 14T 12/24 SAE 6B
ANSI B92.1 1.00 O.D.

Side Fit Parallel
30˚ PA Side Fit

Output Spline (External) 14T 12/24 14T 12/24
ANSI B92.1 ANSI B92.1

Side Fit Side Fit
30˚ PA 30˚ PA

A-Mounting Length 4.720 (119.89) 4.720 (119.89)

B-Input Pilot Diameter 3.253 (82.63) 3.253 (82.63)

C-Input Pilot Length 0.270 (6.86) 0.270 (6.86)

D-Input Shaft Clearance 1.156 (29.36) 1.156 (29.36)

E-Max Input Shaft Length 2.660 (67.56) 2.036 (51.71)

F-Fill/Drain Plug Locations 2.930 (74.42) 2.930 (74.42)

G-Min Spline Length 1.500 (38.1) 1.500 (38.1)

H-Output Pilot Diameter 4.999 (126.97) 4.999 (126.97)

J-Output Pilot Length 0.490 (12.45) 0.490 (12.45)

K-Output Shaft Length 2.160 (54.86) 2.160 (54.86)

Oil Fill Volume Horizontal (ml) 150 150

Oil Fill Volume Vertical (ml) 300 300

O-Ring Service Kit PK-1368 PK-1368

Stack Service Kit PK-1370 PK-1370

Bearing Service Kit PK-933 PK-933

Gasket Service Kit PK-1398 PK-1398

■ Units: length/diameter = in (mm), pressure = psi (bar), 
torque = lbs in (Nm)

■ Maximum operating pressure is 3,000 psi. (207 bar). 
Pressure spikes or surges not to exceed 4,000 psi. (278 bar).

■ Brake cavity cooling oil pressure not to exceed 15 psi (1 bar).
■ Maximum brake speed is 5,000 rpm.
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DESCRIPTION 75105 75110 75115 75120 75125

Rated Torque 1540 (174) 2600 (294) 3200 (362) 3800 (429) 3800 (429)

Full Release Pressure 190 (13) 180 (12) 220 (15) 240 (17) 240 (17)

Input Spline (Internal) 13T 16/32 SAE 6B SAE 6B SAE 6B SAE 6B
ANSI B92.1 1.00 O.D. 1.00 O.D. 1.00 O.D. 1.00 O.D.

Side Fit Parallel Parallel Parallel Parallel
30˚ PA Side Fit Side Fit Side Fit Side Fit

Output Spline (External) 13T 16/32 13T 16/32 SAE 6B SAE 6B 13T 16/32
ANSI B92.1 ANSI B92.1 1.00 O.D. 1.00 O.D. ANSI B92.1

Side Fit Side Fit Parallel Parallel Side Fit
30˚ PA 30˚ PA Side Fit Side Fit 30˚ PA

A-Mounting Length 3.440   (87.38) 3.820   (97.03) 3.820   (97.03) 3.820   (97.03) 3.820   (97.03)

B-Input Pilot Diameter 3.253   (82.63) 3.253   (82.63) 3.253   (82.63) 3.253   (82.63) 3.253   (82.63)

C-Input Pilot Length 0.270   (6.86) 0.270   (6.86) 0.270   (6.86) 0.270   (6.86) 0.270   (6.86)

D-Input Shaft Clearance 0.640   (16.26) 0.920   (23.37) 0.880   (22.35) 0.880   (22.35) 0.920   (23.37)

E- Max Input Shaft Length 1.840   (46.74) 2.170   (55.12) 2.060   (52.32) 2.060   (52.32) 2.170   (55.12)

F- Fill/Drain Plug Locations 2.380   (60.45) 2.380   (60.45) 2.380   (60.45) 2.380   (60.45) 2.380   (60.45)

G-Min Full Spline Length 0.650   (16.51) 0.650   (16.51) 0.650   (16.51) 0.650   (16.51) 0.650   (16.51)

H-Output Pilot Diameter 3.999   (101.58) 3.999   (101.58) 3.253   (82.63) 3.999   (101.58) 3.999   (101.58)

J- Output Pilot Length 0.370   (9.40) 0.370   (9.40) 0.270   (6.86) 0.370   (9.40) 0.370   (9.40)

K-Output Shaft Length 1.620   (41.15) 1.620   (41.15) 1.700   (43.18) 1.820   (46.23) 1.620   (41.15)

Oil Fill Volume Horizontal (ml) 100 160 160 160 160

Oil Fill Volume Vertical (ml) 250 320 320 320 320

O-Ring Service Kit PK-1324 PK-1324 PK-1324 PK-1324 PK-1324

Stack Service Kit PK-1322 PK-1323 PK-1323 PK-1323 PK-1323

Bearing Service Kit PK-1320 PK-1320 PK-1320 PK-1320 PK-1320

Gasket Service Kit PK-1356 PK-1356 PK-1356 PK-1356 PK-1356

■ Units: length/diameter = in (mm), pressure = psi (bar), torque = lbs in (Nm)
■ Maximum operating pressure is 3,000 psi. (207 bar). Pressure spikes or surges not to exceed 4,000 psi. (276 bar).
■ Brake cavity cooling oil pressure not to exceed 15 psi. (1 bar).
■  Maximum brake speed is 5,000 rpm.

Modified SAE ’A’ to SAE ’B’ Mount – WET
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DESCRIPTION 75220 75225 75230 75255 75130 75260

Rated Torque 1540 (174) 1800 (203) 2600 (294) 3200 (362) 3200 (362) 3800 (429)

Full Release Pressure 190 (13) 140 (10) 180 (12) 220 (15) 220 (15) 240 (17)

Input Spline (Internal) 13T 16/32 13T 16/32 13T 16/32 15T 16/32 13T 16/32 13T 16/32
ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1

Side Fit Side Fit Side Fit Side Fit Side Fit Side Fit
30˚ PA 30˚ PA 30˚ PA 30˚ PA 30˚ PA 30˚ PA

Output Spline (External) 13T 16/32 13T 16/32 13T 16/32 15T 16/32 13T 16/32 13T 16/32
ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1

Side Fit Side Fit Side Fit Side Fit Side Fit Side Fit
30˚ PA 30˚ PA 30˚ PA 30˚ PA 30˚ PA 30˚ PA

A-Mounting Length 2.890 (73.40) 3.270 (83.06) 3.270 (83.06) 3.270 (83.06) 3.270 (83.06) 3.270 (83.06)

B-Input Pilot Diameter 4.002 (101.65) 4.002 (101.65) 4.002 (101.65) 4.002 (101.65) 4.002 (101.65) 4.002 (101.65)

C-Input Pilot Length 0.400 (10.16) 0.400 (10.16) 0.400 (10.16) 0.400 (10.16) 0.400 (10.16) 0.400 (10.16)

D-Input Shaft Clearance 0.440 (11.18) 0.440 (11.18) 0.440 (11.18) 0.440 (11.18) 0.440 (11.18) 0.440 (11.18)

E-Max Input Shaft Length 1.800 (45.72) 1.800 (45.72) 1.800 (45.72) 1.800 (45.72) 1.800 (45.72) 1.800 (45.72)

F-Fill/Drain Plug Locations 1.830 (46.48) 1.830 (46.48) 1.830 (46.48) 1.830 (46.48) 1.830 (46.48) 1.830 (46.48)

G-Min Full Spline Length 0.650 (16.51) 0.650 (16.51) 0.650 (16.51) 0.650 (16.51) 0.650 (16.51) 0.650 (16.51)

H-Output Pilot Diameter 3.999 (101.57) 3.999 (101.57) 3.999 (101.57) 3.999 (101.57) 3.999 (101.57) 3.999 (101.57)

J-Output Pilot Length 0.370 (9.40) 0.370 (9.40) 0.370 (9.40) 0.370 (9.40) 0.370 (9.40) 0.370 (9.40)

K-Output Shaft Length 1.620 (41.15) 1.620 (41.15) 1.620 (41.15) 1.620 (41.15) 1.620 (41.15) 1.620 (41.15)

Oil Fill Volume Horizontal (ml) 100 160 160 160 160 160

Oil Fill Volume Vertical (ml) 250 320 320 320 320 320

O-Ring Service Kit PK-1324 PK-1324 PK-1324 PK-1324 PK-1324 PK-1324

Stack Service Kit PK-1322 PK-1323 PK-1323 PK-1323 PK-1323 PK-1323

Bearing Service Kit PK-1320 PK-1320 PK-1320 PK-1320 PK-1320 PK-1320

Gasket Service Kit PK-1325 PK-1325 PK-1325 PK-1325 PK-1325 PK-1325

■ Units: length/diameter = in (mm), pressure = psi (bar), torque = lbs in (Nm)
■ Maximum operating pressure is 3,000 psi. (207 bar). Pressure spikes or surges not to exceed 4,000 psi. (276 bar).
■ Brake cavity cooling oil pressure not to exceed 15 psi. (1 bar).
■ Maximum operating speed is 5,000 rpm.

SAE ’B’ Mount – WET
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SAE ’A’ to SAE ’B’ Mount – WET

DESCRIPTION 76263 76264 75626 75627 75629 75628 76208

Rated Torque 2200 (249) 3300 (373) 4000 (452) 5400 (610) 7200 (814) 9000 (1017) 12500 (1412)

Full Release Pressure 120 (8) 155 (11) 120 (8) 150 (10) 190 (13) 230 (16) 230 (16)

Input Spline (Internal) 14T 12/24 14T 12/24 14T 12/24 14T 12/24 14T 12/24 14T 12/24 14T 12/24
ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1

Side Fit Side Fit Side Fit Side Fit Side Fit Side Fit Side Fit
30˚ PA 30˚ PA 30˚ PA 30˚ PA 30˚ PA 30˚ PA 30˚ PA

Output Spline (External) 14T 12/24 14T 12/24 14T 12/24 14T 12/24 14T 12/24 14T 12/24 14T 12/24
ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1 ANSI B92.1

Side Fit Side Fit Side Fit Side Fit Side Fit Side Fit Side Fit
30˚ PA 30˚ PA 30˚ PA 30˚ PA 30˚ PA 30˚ PA 30˚ PA

A-Mounting Length 3.792 (96.32) 3.792 (96.32) 4.349 (110.46) 4.349 (110.46) 4.349 (110.46) 4.349 (110.46) 4.730 (120.14)

B-Input Pilot Diameter 5.002 (127.05) 5.002 (127.05) 5.002 (127.05) 5.002 (127.05) 5.002 (127.05) 5.002 (127.05) 5.002 (127.05)

C-Input Pilot Length 0.515 (13.08) 0.515 (13.08) 0.515 (13.08) 0.515 (13.08) 0.515 (13.08) 0.515 (13.08) 0.515 (13.08)

D-Input Shaft Clearance 0.780 (19.81) 0.780 (19.81) 0.780 (19.81) 0.780 (19.81) 0.780 (19.81) 0.780 (19.81) 0.780 (19.81)

E-Max Input Shaft Length 2.280 (57.91) 2.280 (57.91) 2.280 (57.91) 2.280 (57.91) 2.280 (57.91) 2.280 (57.91) 2.280 (57.91)

F-Fill/Drain Plug Locations 2.500 (63.50) 2.500 (63.50) 2.559 (65.00) 2.559 (65.00) 2.559 (65.00) 2.559 (65.00) 2.940 (74.68)

G-Min Full Spline Length 1.500 (38.10) 1.500 (38.10) 1.500 (38.10) 1.500 (38.10) 1.500 (38.10) 1.500 (38.10) 1.500 (38.10)

H-Output Pilot Diameter 4.999 (126.97) 4.999 (126.97) 4.999 (126.97) 4.999 (126.97) 4.999 (126.97) 4.999 (126.97) 4.999 (126.97)

J-Output Pilot Length 0.490 (12.45) 0.490 (12.45) 0.490 (12.45) 0.490 (12.45) 0.490 (12.45) 0.490 (12.45) 0.490 (12.45)

K-Output Shaft Length 2.160 (54.86) 2.160 (54.86) 2.160 (54.86) 2.160 (54.86) 2.160 (54.86) 2.160 (54.86) 2.160 (54.86)

Oil Fill Volume Horizontal (ml) 100 100 150 150 150 150 200

Oil Fill Volume Vertical (ml) 250 250 300 300 300 300 350

O-Ring Service Kit PK-931 PK-931 PK-1368 PK-1368 PK-1368 PK-1368 PK-1368

Stack Service Kit PK-938 PK-938 PK-1370 PK-1370 PK-1370 PK-1370 PK-1369

Bearing Service Kit PK-933 PK-933 PK-933 PK-933 PK-933 PK-933 PK-933

Gasket Service Kit PK-679 PK-679 PK-679 PK-679 PK-679 PK-679 PK-679

■ Units: length/diameter = in (mm), pressure = psi (bar), torque = lbs in (Nm)
■ Maximum operating pressure is 3,000 psi. (207 bar). Pressure spikes or surges not to exceed 4,000 psi. (276 bar).
■ Brake cavity cooling oil pressure not to exceed 15 psi. (1 bar).
■ Maximum brake speed is 5,000 rpm.

SAE ’C’ Mount – WET
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