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 Electrodes Reference Size (mm) Features Connectors
Recommended

applications Page

SU 49 x 33

Offset connector

Wet gel

Polymer backing

A

F

C

Resting ECG Page 7

L

VL*

VLC

68 x 55

72 x 68***

72 x 68

Offset connector

Wet gel

Double ring adhesive

Microporous backing

S

A

(VLC: S only)

Holter

Long-term

monitoring

Event Recording
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R

T

SP

57 x 48

57 x 35

42 x 38

Offset connector

Wet gel

Foam backing

A

S

Stress Test / EMS

Short-term 
monitoring
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Q**

M

P

53 x 40***

40 x 34

40 x 34

Offset connector

Wet gel

Foam/polymer backing

A

F

S

(Q: A, S)

Short -term 
monitoring
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Page 13
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QR 40 x 40

Radiolucent

Wet gel

Superior adhesion

Pre-attached leadwire

A
Short-term

monitoring
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NEOX 25 x 20

Tiny size

Four-leaf clover shape

Transparent material

No-touch application system

Long-term adhesion
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NF 44 x 22***

Solid gel 

Offset connector or  
pre-attached leadwire

Soft cloth backing

A
F
K
S
J
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BR

BRS

28 x 20

16 x 19

Solid gel

Soft cloth backing

Radiolucent

Special shape for improved adhesion

A

K

F: BR only
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N 44 x 22***

Wet gel

Foam backing

Offset connector or  
pre-attached leadwire

A

F

K

S

Paediatric Page 17

Ambu® BlueSensor electrodes

*VL is available with leadwires and A, K connectors. 

**Q is available with leadwires and A, F, K connectors.

Ambu® electrodes 
– quality in every aspect

Ambu® Engineer, Jan Rasmussen, 
developed the offset connector more 
than 40 years ago – its technical 
advantages are still superior.

Highly refined manufacturing processes and comprehensive quality controls ensure the Ambu® electrode quality.

BlueSensor - When failure is not an option. Ambu BlueSensor proudly sponsors the 
Xtreme Everest project, a research mission to find the underlying physiological reasons 

why some people cope better with low oxygen conditions than others.

Connectors and Fittings:

S = StudF = 3 mm 
connector

C = TabA = 4 mm
fitting

F = 3 mm
fitting

A = 4 mm
Connector

J = 2 mm
connector

K = 1.5 mm
connector

*** Electrode size stated with snap connector. Electrode size is smaller 

for versions with leadwires. See details on product page.

Pioneering and innovation for more than 
4 decades

Through 40 years of experience with developing 
and optimizing ECG electrodes Ambu® has 
become the epitome of superior reliability and 
convenience in every situation. 

Since our engineers developed the offset-
connector 4 decades ago, we have continuously 
worked to optimize our products with unique 
features based on insight gained through tight 
collaboration with users from all over the world.

Comprehensive range  
 - Cost effective use

Electrodes need to be easy to use without 
extensive preparation. They must be equipped 
with features that ensure maximum patient 
comfort and ease of use – without compromising 
absolute reliability and signal quality. In this 
sense optimally designed electrodes are devices 
that can secure efficient workflows. 

Over time we have gained invaluable experience 
and understanding which has made us capable 
of creating the most comprehensive range 
of electrodes. Each one developed to match 
every usage situation with particular focus on 
accommodating the need for cost-effective 
solutions in all aspects.

The correct placement of electrodes is typically determined by the hospital/physician and/or local protocol/procedures. Images in this catalogue are not 
meant as placement guidance.


