WG210SHV-1

1Z70MM X 170MM CAPACITY
SWIVEL HEAD BANDSAW

N\

DUAL MODES

FEATURES

e Variable speed

Control panel at front of saw

Swivel head lock lever at front of saw
1 way swivel head 0° to 60°

Dual mode operation

- Manual trigger switch, or

- Control panel with hydraulic downfeed
¢ Industrial quality made in Taiwan

Part No. WG210SHV-1

Motor 1hp Single Phase (240V)

Blade Speed Variable 20-85 mpm

Blade Size 19mm x 0.9mm x 2110mm

Weight 150kg
Cutting Capacity

Cutting Angle D I:l

90° 210 x 100mm
45° 110mm

OPTIONAL ACCESSORIES & CONSUMABLES

ROLLER CONVEYORS SYNTHETIC METAL WORKING FLUID BANDSAW BLADES
» Straight & V-Shape Single Roller Conveyors Cutting fluid designed for use with MACC coldsaws, Part No. Length | Width |# Teeth
¢ 3m length, 300mm - 600mm width Conveyors bandsaws & metal working machinery that use a
recirculating coolant system with fluid storage tank. BLADE-27-2455-10/14 | 2455mm | 27mm | 10/14 TPI

- BLADE-27-2455-4/6 | 2455mm | 27mm | 4/6 TPl
GG, || BLADE-27-2455-5/8 | 2455mm | 27mm | 5/8 TPI
MF-5LITRE | 5 Litre MACC Synthetic Metal Working Fluid BLADE-27-2455-6/10 2455mm | 27mm | 6/10 TP

20 Litre MACC Synthetic Metal Working BLADE-27-2455-8/12 | 2455mm | 27mm | 8/12 TPI
Fluid

MF-20LITRE
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