SPECIAL 320 MS

300MM X 170MM CAPACITY

SEMI-AUTOMATIC SWIVEL HEAD BANDSAW

N\

DUAL MODES

FEATURES

e Dual mode operation Vice Clamgs Material
- Trigger switch with manual down feed for small quick cuts Blade Motor Starts
- Semi-Automatic function for large production type jobs Bow Lowers & Cuts Material

[talian made quality

1-way swivel head enables from 0° to 60° mitre cuts

Incorporated recirculating coolant system

Adjustable material stop for repetitive production Bow Rises, Vice Opens

Safety emergency stop switch
12 months warranty
Comes complete with stand & blade

Semi-Automatic Function
PR

Operator Inserts Material

Operator Presls Start Button

Blade Motor Stops
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Part No.

MB-320MS-3

Motor

1.5hp Three Phase (415V)

Blade Speed

2 Speed 35/71 mpm

Blade Size

27mm x 0.9mm x 2825mm

Weight

Cutting Capacity

390kg

Cutting Angle . .

90° 230mm 220mm 300 x 1770mm
45° Right 200mm 180mm 230 x 180mm
60° Right 130mm 120mm 130 x 110mm

OPTIONAL ACCESSORIES & CONSUMABLES

J

ROLLER CONVEYORS SYNTHETIC METAL WORKING FLUID BANDSAW BLADES
 Straight & V-Shape Single Roller Conveyors Cutting fluid designed for use with MACC coldsaws, Part No. Length Width | # Teeth
¢ 3m length, 300mm - 600mm width Conveyors bandsaws & metal working machinery that use a
recirculating coolant system with fluid storage tank. BLADE-27-2825-10/14 | 2825mm | 27mm | 10/14 TPI
SLADE o7 2588 aposm o 557
art No. escription BLADE-27-2825-5/8 | 2825mm | 27mm | 5/8 TP|
MF-5LITRE | 5 Litre MACC Synthetic Metal Working Fluid BLADE-27-2825-6/10 | 2825mm | 27mm | 6/10 TPI
MF-20LTRE | 20 e MACC Synthetic Metal Working BLADE-27-2825-8/12 | 2825mm | 27mm | 8/12 TPI
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