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TRACK SYSTEMS
FOR USE WITH ITM RAIL CARRIAGES
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TRACK SYSTEMS

Promotech offers lightweight and portable track system for a variety of circumferential and straight line
applications. 

The rigid and semi-flexible tracks are joinable for unlimited run length and can be mounted to work surface with
several types of magnetic units or vacuum units for non-ferrous applications to allow travel in any plane or
position.

Choose the appropriate track system and auxiliary accessories for your own application.

RING TRACKS
for circumferential applications from 200 mm OD up to 3000 mm OD (from 8” to 10 ft)

CUSTOM ROLLED TRACKS
for circumferential applications from 3 m OD
up to 10 m OD (from 10 ft to 32 ft). 

Ring tracks can be equipped with various supports depending on the 
customer’s needs.

Support with bolts
WSP-0523-14-02-00-0

Support with plastic feet
WSP-0523-14-11-00-0

Support with magnets
WSP-0523-14-12-00-0
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WAP-RB2210 WAP-RB2208 Support with plastic feet

Custom Rolled Tracks
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Part No. Description

WAP-RB2210 Support with bolts

WAP-RB2208 Support with magnets

WSP-0523-14-12-00-0 Support with plastic feet

• Suitable for Rail Bull 2 & Rail Tug
• For circumferential applications from  

200mm OD up to 3000mm OD  
(in 50mm increments).

• Can be equipped with various supports  
depending on the customer’s needs.

Ring Tracks
• Suitable for Rail Bull 2 & Rail Tug
• Available for circumferential 

applications from 3m OD up 
to 10m OD
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CUSTOM ROLLED TRACKS
for circumferential applications from 3 m OD
up to 10 m OD (from 10 ft to 32 ft). 

Ring tracks can be equipped with various supports depending on the 
customer’s needs.

Support with bolts
WSP-0523-14-02-00-0

Support with plastic feet
WSP-0523-14-11-00-0

Support with magnets
WSP-0523-14-12-00-0

• Hi-Flex track min O.D. 1500mm. Suitable for: 
Rail Bull 2 & Rail Tug

• Semi-Flexible Track min O.D. 5000mm. Suitable for: 
Rail Bull, Rail Bull 2 & Rail Tug

• Rigid tracks suitable for: 
Rail Bull, Rail Bull 2 & Rail Tug

Bracket for magnetic 
narrow unit for semi-
flexible track  
and Hi Flex track  
Part: WAP-RB2045

Bracket for magnetic unit for semi-
flexible track and Hi Flex track 
Part: WAP-RB2040  
Bracket for magnetic unit  for rigid 
track 
Part: WAP-RB2026

Bracket for magnetic unit for semi-
flexible track and Hi Flex track 
Part: WAP-RB2040  
Bracket for magnetic unit  for rigid 
track 
Part: WAP-RB2026

Magnetic unit 
Part: WAP-RB2010

Heat-resistant magnetic unit 
ZSP-0475-44-00-00-1

Magnetic narrow unit 
with hexagon  
Part: WAP-RB2015

Steel track suport for 
semi-flexible track 
Part: WAP-RB2030

Magnetic pivoting unit 
ZSP-0475-85-00-00-0

Magnetic spacing-adjustable unit  
ZSP-0523-19-00-00-0

Vacuum modular unit 
Part: WAP-RB3010

Bracket for vacuum 
modular unit for  
semi-flexible track  
and Hi Flex track  
Part: WAP-RB2050

Aluminum track support 
for semi-flexible track  
WSP-0541-11-02-00-0

Hi Flex track can be equipped with magnetic 
and vacuum units as shown above.

Rigid track  
length 2m 
Part: WAP-RB2025

Semi-flexible 
track length 2m 
Part: WAP-RB2020

Hi Flex track  
length 1.52m 
PART: WAP-RB2022
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VACUUM TRACK FITTING SYSTEM

Overview
Trademaster’s vacuum fixing system provides firm grip of
track segments on both ferrous and non-ferrous materials.
Light-weight and modular design enables easy adjustment
and fitting of the system to specific needs depending on
welding or cutting applications and working positions (e.g.
flat, horizontal or vertical). Vacuum fixing system can be 
applied to both rigid and semi-flexible tracks to enable usage 
on surface with a radius of more than 5 m (16 ft).

Applications
• Welding and cutting of non-ferrous materials  

(aluminum or stainless steel constructions)
• Welding and cutting of thin or coated ferrous materials when 

magnetic adhesion is possibly insufficient

Components

Portable vacuum pump with safety reservoir
• Generates vacuum and supports up to 21 vacuum units
• Available for 115V or 230V

Pump connection cable
• Connects pump to the track segments
• 10-metre length

Semi-flexible or rigid track segments
with vacuum units
• Compatible with Rail Bull track segments

FOR USE WITH ITM RAIL CARRIAGES



www.itmtools.com.au

Track segment elements

System elements and accessories

PRW-0482-15-05-00-0
Semi Flexible Track

SRB-000365
Safety eye bolt

DYS-541-02-01-00-0
Bracket for Semi Flexible Track 
(for vacuum units)

ROZ-0541-04-00-00-0 
4-way vacuum manifold with connection cable 
(enables parallel connection of track segments; 
particular segment(s) can be displaced separately 
with no vacuum loss in the others)

KRK-000011
Threaded plug
(for end vacuum unit)

KRC-000013
Connector with
external thread

MST-0541-01-01-12-0
Vacuum pad

OPS-000005
Cable tie

MST-0541-01-01-40-0
Modular vacuum unit

PWD-0541-01-03-00-0
Track segment connection cable
(for serial connection)

ZWR-0541-01-01-30-0
Shut-off valve set
(for entry vacuum unit)

SZB-000018
Quick connector

PRW-0523-13-01-00-0
Rigid Track Up-grade Set

WAZ-000031
Silicon cable (2m)
(for vacuum unit connections)
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Track Segment Elements

Components and Accessories

WAP-RB92020
Semi Flexible Track

WAP-RB9040 
Entry Modular 
Vacuum Unit

WAP-RB9170 
Silicone Cable (2m)
Suitable for all vacuum 
unit connections

WAP-RB9190 
Safety Eye Bolt

WAP-RB9050 
Middle Modular  
Vacuum Unit

WAP-RB9060 
End Modular 
Vacuum Unit

WAP-RB9180
Spare Vacuum Pad

WAP-RB2040
Bracket for Semi Flexible Track

WAP-RB2210
Rigid Track Up-grade Set
Includes stiffners, screws, 
washers, nuts
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System configuration for serial connection

System configuration for single track or parallel connection

Technical specifications

Entry vacuum unit
(1 unit per track segment)

Entry vacuum unit
(1 unit per track segment)

Middle vacuum units
(up to 5 units per track segment)

Middle vacuum units
(up to 5 units per track segment)

Extension vacuum unit
(for serial connection)

End vacuum unit
(for single track segment 
or parallel connection)

Promotech’s vacuum track fixing system consists of 
portable vacuum pump and semi-flexible or rigid track 
segments with up to 7 vacuum units per segment.

Semi-flexible track can be fixed on flat or curved surfaces 
with a radius of minimum 5 meters. 

Single vacuum unit provides suction power of 1400N 
(vacuum -0,7bar).

The permitted load is up to 30 kg (welding/cutting carriage 
with accessories). 

Temperature of material on which vacuum pads are used 
cannot exceed +320 °C. 

The minimum distance between vacuum pads and heat 
source has to be more than 100 mm. 

Vacuum track fixing system can be used in flat, horizontal 
and vertical working postions.

Safety eye bolts are provided to suspend vacuum track 
segments and protect them against accidental fall.

PROMOTECH Sp. z o.o.
ul. Elewatorska 23/1, 15-620 BIAŁYSTOK, POLAND
tel. (+48 85) 678 34 05, fax (+48 85) 662 78 77
marketing@promotech.eu     www.promotech.eu

Your local dealer:
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Portable vacuum pump parameters

Voltage 115V 50/60Hz or 230V 50/60Hz

Power 0,4 kW

Vacuum min -0,8 bar

Pump capacity 4 m3/h (141 ft3 /h) 

Noise level max 70 dB

Ambient temperature O
 °C (32°F) to +40

 °C (104°F)

Safety reservoir volume 10 I 

Weight 23 kg 

Vacuum Track Fixing System parameters

Track (semi-flexible/rigid) Rail Bull track segments - 2 m (6,5 ft)

Min curved surface radius 5 m (16 ft)

Suction power (vacuum) 1400N (-0,7bar) per vacuum unit

Working positions flat, horizontal, vertical

• Trademaster’s vacuum track fixing system consists of 
portable vacuum pump and semi-flexible or rigid track 
segments with up to 7 vacuum units per segment.

• Semi-flexible track can be fixed on flat or curved 
surfaces with a radius of minimum 5 metres.

• Single vacuum unit provides suction power of 1400N 
(vacuum -0,7bar).

• The permitted load is up to 30 kg (welding/cutting 
carriage with accessories).

• Temperature of material on which vacuum pads are 
used cannot exceed +320 °C.

• The minimum distance between vacuum pads and heat 
source has to be more than 100 mm.

• Vacuum track fixing system can be used in flat, 
horizontal and vertical working postions.

• Safety eye bolts are provided to suspend vacuum track 
segments and protect them against accidental fall.
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Overview
Hi Flex Track is designed for use with Rail Tug and Rail Bull 2 welding and cutting tractors for lots of circumferential and irregular applications down 
to 750 mm (30”) radius.

The single Hi Flex Track section is 1.52 m (5 ft) long. Any required length of the working track can be accomplished with additional sections.

Hi Flex Track can be fixed on both ferrous and non-ferrous materials by means of magnetic or vacuum units.

Features and benefits:
• For circumferential, irregular and straight line applications
• Minimum curve radius on convex surface is 0.75 m (30”)
• Minimum curve radius on concave surface is 1.7 m (67”)
• Minimum OD 1.5 m (60”) for external run
• Length of a single rail 1.52 m (5 ft)
• Joinable for unlimited run length
• Can be mounted to ferrous work surface with several types of magnetic units or 

vacuum units for non-ferrous applications to allow travel in any plane or position
• The maximum number of units is 15 pcs (if magnetic narrow units are in use)
• Suitable for: Rail Tug & Rail Bull 2

HI FLEX TRACK
FOR USE WITH RAIL TUG & RAIL BULL 2

 Length of 1 segment is 1.52 m (5 ft) Minimum bending radius is 0.75 m (30”)

Fixing on convex surface

• Magnetic units make it suitable for applications with 
ferrous materials

Fixing on concave surface

• Vacuum units make it suitable for applications 
with non-ferrous materials like stainless steel and 
aluminum
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Suitable for various welding applications Suitable for many cutting applications

Suitable for use with Rail Tug & Rail Bull 2

Depending on sort of fixing units in use, the Hi Flex Track is suitable 
for applications with carbon steel, stainless steel and aluminum

Hi Flex track length 1.52m

Minimum OD 1.5m

Part No WAP-RB2022

Magnetic Unit 

Part No WAP-RB2010

Heat-resistant magnetic unit

ZSP-0475-44-00-00-1

Magnetic narrow unit
with hexagon
Part: WAP-RB2015

Magnetic pivoting unit
ZSP-0475-85-00-00-0

Magnetic spacing-adjustable unit
ZSP-0475-85-00-00-0

Vacuum modular unit
Part: WAP-RB3010

Bracket for vacuum 
modular unit for 
semi-flexible track 
and Hi Flex track
Part: WAP-RB2050

Bracket for magnetic unit 
for semi-flexible track 
and Hi Flex track

Part: WAP-RB2040 
Bracket for magnetic

narrow unit for 
semi-flexible track

and Hi Flex track

Part: WAP-RB2045
Bracket for magnetic unit for 
semi-flexible track 
and Hi Flex track

Part: WAP-RB2040
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RING TRACKS HI-FLEX TRACK CUSTOM   
ROLLED TRACKS

SEMI-FLEXIBLE 
TRACK

Outer Diameter

0.2 m

1.5 m

3.0 m

10.0 m

unlimited OD

The regular Rail Tug / Rail Bull 
2 rollers should be replaced 
with the optional Hi Flex track 
guiding rollers
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