INDUSTRIAL PRODUCTS ©

WE3SODSA

3SOMM X 250MM CAPACITY
SEMI-AUTO 2-WAY SWIVEL HEAD BANDSAW

—
— el
2 WAY
SWIVEL HEAD SEMI-AUTO

FEATURES

* 2-way swivel head enables from 0° to 60° mitre cuts
* Semi-automatic machine

* Dual direction heavy-duty vice

* Hydraulic blade tension gauge

* Incorporated recirculating coolant system

* Brass chip brush to help prevent blade breakage

» Adjustable material stop for repetitive production

* Remote emergency stop non-voltage return safety switch
* Comes complete with stand & blade

* 12 months warranty

¢ Made in Taiwan

Part No. WE350DSA
Motor 2hp Three Phase (415V)
Blade Speed 2 Speed 36 /72 mpm
Blade Size 27mm x 0.9mm x 3160mm
Bed Height 890mm
Weight 530kg

Cutting Capacity
Cutting Angle .

90° 260mm 260mm 350 x 250mm
45° Right 230mm 165mm 240 x 110mm
60° Right 150mm 90mm 150 x 90mm .
45° Left 200mm 170mm 260 x 60mm

Operator Inserts Material

Semi-Automatic Function

Operator Press Start Button
Vice Clamps Material
Blade Motor Starts
Bow Lowers & Cuts Material
Blade Motor Stops

Bow Rises, Vice Opens
4

OPTIONAL ACCESSORIES & CONSUMABLES

ROLLER CONVEYORS SYNTHETIC METAL WORKING FLUID BANDSAW BLADES

 Straight & V-Shape Single Roller Conveyors Cutting fluid designed for use with MACC coldsaws, )

« 3m length, 300mm - 600mm width Conveyors ~ bandsaws & metal working machinery that use a Part No. Length | Width | # Teeth

recirculating coolant system with fluid storage tank. BLADE-27-3160-10/14 | 3155mm | 27mm | 10/14 TPI
T F— BLADE-27-3160-4/6 | 3155mm | 27mm | 4/6 TP
MF-5LITRE | 5 Litre MACC Synthetic Metal Working Fluid D zepeli gl | SRS || 2T [ P
ME-20LITRE 20 Litre MACC Synthetic Metal Working BLADE-27-3160-6/10 3155mm | 27mm | 6/10 TPI
Fluid BLADE-27-3160-8/12 3155mm | 27mm | 8/12 TPI
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