
Product Specifications

C085004
AIR FILTER, PRIMARY DURALITE

Attributes

Outlet Diameter 76.2 mm (3.00 inch)

Body Diameter Maximum 215.9 mm (8.50 inch)

Body Length 241.3 mm (9.50 inch)

Efficiency Test Std ISO 5011

Rated Flow LR 4.8 m³/min (170 cfm)

Rated Flow MR 5.8 m³/min (205 cfm)

Rated Flow HR 6.9 m³/min (244 cfm)

Restriction LR 102 mm H2O (4.02 inch H2O)

Restriction MR 152 mm H2O (5.98 inch H2O)

Restriction HR 203 mm H2O (7.99 inch H2O)

Family ECC



Type Primary

Style Round

Brand DuraLite™

Media Type Cellulose

 

Packaged Dimensions

Packaged Length 8.8 IN

Packaged Width 8.9 IN

Packaged Height 11.6IN

Packaged Weight 2.655 LB

Packaged Volume 0.5258 FT3

 

Other Information

Country of Origin United States

NMFC Code 069100-04

HTS Code 8421310052

UPC Code 742330000960

The information contained herein is general in nature and may not reflect actual information 

regarding the part at time of shipment. Parts may originate in more than one country – the 

actual country of origin and HS Code will be reflected on the Commercial Invoice(s) that 

accompanies the goods.
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