Flush Bolts

Product Details

Material Brass

Packaging Display Pack & Trade Pack

Bolt Action Toggle

Application Timber Doors

Finish Satin Chrome Plate (SC), Chrome Plate (CP)
Bolt Diameter 10mm

The Lockwood range of flush bolts are
manufactured from premium brass
material and are designed for use in timber
door applications to secure the inactive
leaf of a set of double doors.

Recessed into the edge of the door and
completely hidden when the doors are in
the closed position, the flush bolt range
is available in a variety of lengths and
supplied in either SC or CP finishes.

The new 19mm narrow profile will suit
new and retrofit applications.

Maximum projection of the boltis 18mm,
actuated by a steel connecting rod
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Flush Bolts

Part Number A Dimention

FB100
FB150
FB200
FB300
FB450
FB600

Item Number

FB100CP
FB100SC
FB100CPDP
FB100SCDP
FB150CP
FB150SC
FB150CPDP
FB150SCDP
FB200SC
FB200SCDP
FB300SC
FB450SC
FB600SC

S1EA

MECHANICAL
WARRANTY

100mm
150mm
200mm
300mm
450mm
600mm

Description

Flush Bolt
Flush Bolt
Flush Bolt
Flush Bolt
Flush Bolt
Flush Bolt
Flush Bolt
Flush Bolt
Flush Bolt
Flush Bolt
Flush Bolt
Flush Bolt
Flush Bolt

18.2

Length

100mm
100mm
100mm
100mm
150mm
150mm
150mm
150mm
200mm
200mm
300mm
450mm
600mm

Finish

Chrome Plate
Satin Chrome
Chrome Plate
Satin Chrome
Chrome Plate
Satin Chrome
Chrome Plate
Satin Chrome
Satin Chrome
Satin Chrome
Satin Chrome
Satin Chrome

Satin Chrome

1.5

36

26

15

Packaging

Trade Pack
Trade Pack
Display Pack
Display Pack
Trade Pack
Trade Pack
Display Pack
Display Pack
Trade Pack
Display Pack
Trade Pack
Trade Pack
Trade Pack
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Lockwood is the leading brand in the Australian
lu E Ku] HUD locking industry. With an established reputation for
high quality products, this iconic brand provides a
wide range of locking solutions to residential housing,
' 1 commercial, semi-commercial, building and industrial
ASSA ABLOY application markets. Lockwood is supported by an
extensive distribution and after-sales support network.

Our customers include retailers, architects, trade and
industrial personnel, locksmiths and security dealers.

ASSA ABLOY is the global leader in door opening
solutions, dedicated to satisfying end-user needs for
security, safety and convenience.

ASSA ABLOY is represented in all major regions, in both
mature and emerging markets, with leading positions in
Australia, Europe and North America.

The Lockwood 25 Year Mechanical Warranty

MECHANICAL Our belief that we manufacture the finest premium

WARRANTY products available in today’s market place is backed by
the Lockwood 25 Year Mechanical Warranty, ensuring
that Lockwood continues to keep Australians safe by
delivering security and peace of mind.

For warranty terms and conditions, please visit
www.lockweb.com.au or call 1300WARRANTY

ASSA ABLOY Australia Pty Ltd
235 Huntingdale Road
Oakleigh, Victoria, 3166
Australia

1300 LOCK UP (1300 562 587)
lockweb.com.au

ASSA ABLOY New Zealand Ltd
6 Armstrong Road

Albany, Auckland, 0632

New Zealand

info.nz@assaabloy.com
Telephone +64 9415 7111
assaabloy.co.nz

Disclaimer

Whilst every effort has been made to ensure that the information (including product images and drawings) contained in this brochure is accurate at the time of publication, Q(yo*"LE THss
ASSA ABLOY Australia Pty Limited (“ASSA ABLOY”) recommends that you consult ASSA ABLOY or its agents prior to placing an order to ascertain current information on specific products, u @
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