This product is made
from high grade steel
and has replaceable
bisalloy 360 laser cut
jaws. The base plate can
be screwed to timber to
spread the weight and
allow removal on soft
ground.
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Available in 2 sizes

Short and Tall.

e This is an ideal tool
for formworkers
and concreters

e Safe operations

e Easy to handle

e Star picket 20-30
round or stakes.

See rear for various widths available.

e Wooden pegs

e Survey stakes

e Removes marquee
stakes

e Narrow diameter

peg

What Jack Jaws remove

e Concrete form pins & stakes
e Star Pickets
e String line stakes
e Flat stakes

e Tent stakes & rebar
e Sign posts, u picket, square & round posts
e Utility grounding rods
e Drill rods for nuclear density gauges




JACK JAW 10MM WIDTH AVAILABLE
IN A SMALL AND LARGE SIZES BRACED.

JACK JAW 20MM WIDTH AVAILABLE
IN SMALL AND LARGE SIZES BRACED.

JACK JAW 30MM WIDTH AVAILABLE IN
SMALL AND LARGE SIZES BRACED.

JACK JAW 35MM WIDTH AVAILABLE IN
SMALL AND LARGE SIZES BRACED.

JACK JAW 60MM WIDTH AVAILABLE IN
SMALL AND LARGE SIZES BRACES.

JACK JAW 70MM WIDTH AVAILABLE IN
SMALL AND LARGE SIZES BRACED.

JACK JAW FOR TIMBER 0-60MM AVAILABLE
IN SMALL AND LARGE SIZES BRACED.
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(These are specifically designed for timber stakes)

DISTRIBUTED BY:




