
Technical specifications
Description Unit Rhino Hippo Jumbo
Part no. 00HS1211 00HS2015 00HS2021

Pump Pressure bar/psi 120/1740 200/3000 200/3000

Water Flow L/min 11 15 21

Pump Speed RPM 1440 1450 1450

Input V/~/Hz 240/1/50 415/3/50 415/3/50

Power  
Consumption kW 2.2 5.5 7.3

Pistons Ceramic Ceramic Ceramic

Maximum 
Temperature

Degrees C 
(water/steam) 90/120 90/120 90/120

Dimensions mm (LxWxH) 970x600 
x810

1000x630 
x850

1000x630 
x850 

Hose Length m 10 10 10

Weight kg 125 150 170

Nilfisk Australia
1300 KERRICK (1300 537 742)
sales@kerrick.com.au
www.kerrick.com.au

RHINO / HIPPO / JUMBO

Kerrick Electric High Pressure Cleaners 

HotShot Hot Water - 1750psi/11lpm, 3000psi/15lpm, 3000psi/21lpm 

Specifications and details are subject to change without prior notice.

Accessories
H HD88MF10 - 10m HP Hose

E30.2030.00 - Spray Gun

E40.1255.00 - Lance 1200mm

PPDHR50150D - Hose Reel 3/8 inch 45m 5000psi

NOZ WJ1/4 15 045 - Nozzle Washjet Stainless Steel 1/4 15/045 (Hippo/Rhino)

NOZ WJ1/4 15 06 - Nozzle Washjet Stainless Steel 1/4 15/060 (Jumbo)

This range of mobile industrial hot water high pressure 
washers comes with powder coated steel frames and are 
designed to give easy access for maintenance. 

• Stainless steel cover with powder coated steel frames

• Low speed ceramic plunger Interpump pump

• Larger models include lifting eyelets and ability to 
double as cold-water cleaners

• Low fuel indicator and low water cut off

• Delayed stop protects pump from excessive  
shock loading

• High pressure and low-pressure detergent operation

• Includes 1200mm gun, lance and nozzle, 10m 3/8” 
double-braided hose.

Stainless steel casing Easy to use controls 4 wheelsInterpump pump


