
4K ULTRA-HD IR 22X
Dome PTZ Camera IPPTZ822

Datasheet

Key Features

Optics
• 6.5~143 mm AF Motorised Zoom Lens, 8MP (3840x2160) @30fps
• High image quality in low light (0.003 Lux)
• Fifth generation IR, up to 200 m
• 120 dB True WDR for clear images in strong light
• 22 x Optical Zoom, Electronic Image Stabilisation

Compression
• Ultra 265, H.265, H.264, MJPEG

Structure
• Wide Temperature Range: -40°C to 70°C
• Wide Voltage Range of 24 V AC ±25%, 6 KV Surge Protection
• IP66 Ingress Protection
• Support of 256 GB Micro SD Card

Smart
• Line Crossing, Intrusion Detection, Object Moving, Object Left
• Embedded Smart Algorithm, Triple Streams, Customised OSD

Dimensions

Accessories
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General

Network

Sensor 1/1.8″ 8MP Progressive Scan CMOS

Lens

Angle of View 58.9°~ 3.4° (H), 35.2° ~ 1.9°(V), 72.5° ~ 4.1°(O)

Adjustment Angle 0~360° Pan, 0~75° Tilt, 0~360° Rotate

Shutter Auto/Manual, 1~1/100000 s

Minimum Illumination
Colour: 0.003 Lux (F1.5, AGC ON)

0 Lux with IR

IR Range Up to 200 m (656 ft) Smart IR

Day/Night IR Cut Filter with Auto Switch (ICR)

S/N >56 dB

WDR 120 dB

Noise Reduction 2D/3D

Video Compression Ultra 265, H.265, H.264, MJPEG

Lorem ipsum

Frame Rate 8MP (3840x2160), Max 30 fps; 2MP (1920x1080), Max 30fps

Video Bitrate 128 Kbps~16 Mbps

OSD Up to 8 OSDs

Privacy Mask Up to 24 Areas

Up to 4 AreasUp to 4 Areas

ROI Up to 8 Areas

Motion Detection

Behavior Detection Line Crossing, Intrusion Detection, Motion Detection, Tamper Alarm 

General Function Watermark, IP Address Filtering, ARP Protection, Alarm Input, Access Policy, RTSP, User and RTSP Authentication 

Edge Storage Micro SD up to 256 GB 

Protocols
IPv4, IGMP, ICMP, ARP, TCP, UDP, DHCP, RTP, RTSP, RTCP, DNS, DDNS, NTP, FTP, UPnP, HTTP, HTTPS, 
SMTP, 802.1x, SNMP, QoS, RTMP

Power DC 24 V AC ±25%, Power Supply Required

Dimensions (Ø x H) 227 x 359.4 mm

Weight 5.55  Kg
Lorem ipsumWorking Environment -40°C~70°C, Humidity ≤95% RH (Non-condensing)

Ingress Protection

Vandal 
IP66
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6.5 ~ 143 mm (22 x Optical Zoom) AF Automatic Focusing and Motorised Zoom Lens

Up to 4 Areas

Reset Button SupportedSupported

Pan & Tilt

Pan Range 360°

Pan Speed 0.1°/s ~ 200°/s Preset Speed 300°/s 

Tilt Range -15° ~ 90° (Auto Reverse)
Lorem ipsumTilt Speed 0.1°/s ~ 200°/s Preset Speed 240°/s

Number of Presets

Vandal 
1024

Patrol SupportedPreset Patrol, Route Patrol, Recorded Patrol

Power Consumption: 60 W

Home Position Supported

Network 10M/100M Base-TX Ethernet




