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1、Material 

No. Name Material 

1 Cylinder、Head Cast Steel 

2 Rotor Nodular Cast Iron 

3 Shaft Alloy Steel 

4 Bypass Valve Cast Steel 

5 Bypass Valve Cover Cast Steel 

6 Bypass Valve Spring Spring Steel 

7 O-Rings Fluorine Rubber 

8 Vane Synthetic Material 

2、Work Performance Data 

Maximum Working Temperature 115℃ 

Viscosity 20,000SSU 

Maximum Working Pressure 175PSI(1.2MPa) 

Maximum Differential Pressure 125 PSI(0.86MPa) 

  

Pressure(Bar) 2” 2.5” 3” 

1.5-3.5 ×   

3.5-5.2 ×   

3.5-7.6  × × 

5.2-7.6 ×   

7.6-8.6 × × × 
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3、Installation Size 

 

YB-50 Installation Size 
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YB-65 Installation Size 
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YB-80 Installation Size  
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YB-100 Installation Size 
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4、Parts Drawings 

 

 

  Qty. 

No. Description YB-50 YB-65 YB-80 YB-100 

01 Dirt Shield 1 1 - - 

02 Grease Relief Fitting - - - - 

03 Inboard Bearing Cover 1 1 1 1 

04 Grease Seal - - - - 

05 Bearing Cover Gasket 2 2 2 2 

06 Bearing Locknut - 2 2 2 

07 Bearing Lock-washer - 2 2 2 

08 Ball Bearing 2 2 2 2 

09 Mechanical Seal 2 2 2 2 

10 Head 2 2 2 2 
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11 O-ring 2 2 2 2 

12 Rotor & Shaft Assy. 1 1 1 1 

13 Cylinder 1 1 1 1 

14 Bypass Valve 1 1 1 1 

15 Bypass Valve Spring 1 1 1 1 

16 Spring Seat 1 1 1 1 

17 Bypass Valve Cover Gasket 1 1 1 1 

18 Bypass Valve Cover 1 1 1 1 

19 Screw M10X25 12 12 16 18 

20 Adjusting Screw 1 1 1 1 

21 Valve Cap Gasket 1 1 1 1 

22 Valve Cap  1 1 1 1 

23 Outboard Bearing Cover 1 1 1 1 

24 Screw M10X35 16 16 20 24 

25 Plug 1/4" 2 2 2 2 

26 Vane 4 6 6 6 

27 Push rod 2 3 3 3 

28 Key 1 1 1 1 

29 Grease Fitting 2 2 2 2 

 


