
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 

 

 
 

 
 

 
** During installation of the Internal Din Mount Chassis, the gear tray and the washers must be removed from 
the enclosure to make enough depth for the chassis to fit. 

 

 

 

Part No. A B C D

EUR-MC3252 252 202 162 74.5

EUR-MC432 352 252 216 104

EUR-MC542 452 352 288 84

EUR-MC642 552 352 288 104.5

EUR-MC652 552 352 288 104.5

EUR-MC752 652 452 396 104.5
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DIN RAILS 

Internal DIN Mount Modular Chassis  
 
- Adaptable for CVS Mild Steel and Stainless-Steel enclosures  
- Material: Polyester Coated Electro Galvanized Steel 
- Rain Hood Canopy to suit enclosures above 500mm width  
- Rain Hood Canopy also available for double door enclosures  
- Compact installation  
- Does not come as a kit; needs to be purchased separately 
 

Catalogue number:  EUR-MC□□□□ 
 
Internal DIN Mount Modular Chassis  
 

Dimensions for EUR-CVS RH; Rain Hood Canopy  

Part No. Description

EUR-MC3252 2 rows of 9 pole modules to suit EUR302520 enclosure

EUR-MC432 2 rows of 12 pole modules to suit EUR403020 enclosure

EUR-MC542 3 rows of 16 pole modules to suit EUR504020 enclosure

EUR-MC642 3 rows of 16 pole modules to suit EUR604020 enclosure

EUR-MC652 3 rows of 22 pole modules to suit EUR605020 enclosure

EUR-MC752 4 rows of 22 pole modules to suit EUR705020 enclosure
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