The OPS 12V/24V DC UPS Battery Charger System

has been designed to be compact and extremely

efficient. Manufactured for back-up applications in
industrial, telecoms, security and access control
markets. These units are built as a standalone power
supply or to be connectec
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- Extremely compact and efficient (small footprint)
1.2A charger able to charge upto 4 x 12V 7AH batteries
Mains fail relay contact and LED
Low battery relay contact and LED
Reverse polarity protection on battery terminal

Australian 10A plug on input

Option-OMNIBOX

Rack Mount

Rear Panel
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Model OPS—-12V-8A OPS—-24V-4A

Output Voltage 12V/13.8 VDC User adjustable 24V/27. 5VDC User adjustable
Output Current 8.5A 4.25A

Input Voltage 240VAC120% / 50Hz

Input 10A Australian plug

Low Battery Cut Off 10V 20V

Battery Charger 13.8VDC/1.2A _‘_ 27.5VDC/0.6A

Low Battery Signal 11V+0.5V Relay contact & Red LED 22V+0.5V Relay contact & Red LED
AC Fail Signal Relay contact & Red LED

Weight i 1.2Kg

Dimensions 260x130x60mm
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OMNIBOX Specifications

Dimension 425x 367 x89mm
Battery Configuration 1x12V/7AH | 2x12V/7AH 3x12V/7AH 4x12V/7AH 2x12V/7AH
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Batteries Installed

Run Chart with Battery
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OPS-12V-8A (Battery 3 x 7Ah/12V) E
OPS-12V-8A (Battery 4 x 7Ah/12V) -'
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% Specifications can be changed without prior notice




