
Intrusion Systems | DS1110i Glassbreak Tester

The DS1110i Glassbreak Tester is used to test DS1101i,
DS1102i, DS1103i, and DS1108i Glass Break Detectors. It
is powered by a 9 V alkaline battery (supplied).

Certifications and Approvals

Region Certification

Europe CE 89/336/EEC, EN55022: 1998 +A1: 2000
+A2: 2003, EN50130-4: 1996 +A1: 1998
+A2: 2003, EN61000-4-2: 1995 +A1:
1998 +A2: 2001, EN61000-4-3: 2002
+A1: 2003, EN61000-4-4: 1995 +A1:
2000 +A2: 2001, EN61000-4-5: 1995
+A1: 2001, EN61000-4-6: 1996 +A1:
2001 +A2: 2001, EN61000-4-11: 1994
+A1: 2001, EN60950-1: 2001 +A11:
2004

USA UL ANSR: Intrusion Detection Units (UL639)

Ordering Information

DS1110i Glassbreak Tester
Used to test DS1101i, DS1102i, DS1103i,
and DS1108i Glass Break Detectors. Powered
by a 9 V alkaline battery (supplied).
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Americas:
Bosch Security Systems, Inc.
130 Perinton Parkway
Fairport, New York, 14450, USA
Phone: +1 800 289 0096
Fax: +1 585 223 9180
security.sales@us.bosch.com
www.boschsecurity.us

Europe, Middle East, Africa:
Bosch Security Systems B.V.
P.O. Box 80002
5600 JB Eindhoven, The Netherlands
Phone: + 31 40 2577 284
Fax: +31 40 2577 330
emea.securitysystems@bosch.com
www.boschsecurity.com

Asia-Pacific:
Robert Bosch (SEA) Pte Ltd, Security Systems
11 Bishan Street 21
Singapore 573943
Phone: +65 6258 5511
Fax: +65 6571 2698
apr.securitysystems@bosch.com
www.boschsecurity.com
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