
•	 Day/Night IR indoor dome camera

•	 2.0 megapixels, 1080p HD resolution or 960H analogue

•	 2.8 ~ 11.0mm varifocal megapixel lens

•	 24pcs IR LED, 0Lux Min Illumination
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Analogue HD 1080p / 960H Analogue
Over Coaxial cable - no IP network required!

NDCHD-AHD3219
AHD 1080p/960H Analogue Indoor Vari-focal IR Dome

www.netsecurity.com.au
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NDCHD-AHD3219
AHD 1080p/960H Analogue Indoor Vari-focal IR Dome

Dimensions:
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NDCHD-AHD3219 Specifications  

Type AHD Varifocal Indoor IR dome camera 

Image Sensor 1/2.9” 2.2megapixel CMOS 

Output Resolution 1920 x 1080p (AHD) / 960H (Analogue) 

Video Output AHD (1080p) / CVBS (960H) 

Min. Illumination 0Lux (IR LED on) 

S/N Ratio > 52dB 

Electronic Shutter PAL: 1/30 – 1/50,000S 

Day/Night AUTO/Color/BW/Ext 

White Balance ATW, AWB, AWC, Manual, Indoor, Outdoor  

Defog OFF/AUTO 

2DNR HIGH/MIDDLE/LOW/OFF 

3DNR HIGH/MIDDLE/LOW/OFF 

D-WDR OFF/AUTO/ON 

Back Light Compensation MIDDLE/LOW/HIGH 

Auto Gain Control 0~15 

Lens 2.8 ~ 11.0mm varifocal IR lens 

IR LED 24pcs IR LED 

Filter Removable IR Cut Filter 

OSD Yes 

Power Supply 12V DC 

Current Consumption 400mA (max) 

Operating Temperature -30°C ~ +40°C 

Storage Temperature -30°C ~ +60°C 

Dimensions 112(Ø)mm x 87mm 

Weight 170g 
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The Maxim NDCHD-AHD3219 is a combined Analogue HD (AHD) and 960H Analogue varifocal indoor IR dome offering up to Full HD 1080p resolu-
tion over coaxial cable with no IP network required.  This high definition camera features 24pcs IR LED for clear night vision with an available distance 
of 15-20 meters.  The camera also features a 2.8 ~ 11.0mm varifocal IR lens.  Combined with the Ronix RX-AH_J range of AHD digital video re-
corders, this camera offers a simple and cost-effective solution for high definition CCTV applications where existing coaxial cabling is used.  The Maxim 
NDCHD-AHD3219 can also be used on conventional Analogue DVRs in 960H analogue mode.

Design and specifications subject to change without notice.

AHD
/Analogue


