12V 9Ah Sealed Lead-Acid UPS Battery
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M Specifications g
11.0
Nominal Voltage 12V é
Rated Capacity (20 hour rate) 9Ah g 100
Total Height 90
(with terminals) 100mm 60
Dimensions | Height 151mm
length 94mm
width 65mm ) I
Weight Approx. 2.51kg Discharge time
B Constant voltage charge characteristic
EEE R
B Characteristics £83¢% .
e om o (0.25CA,25C)
20 hour rate (0.45A) 9.0 Ah 1407
) 10 hour rate ( 0.83A) 8.3 Ah |
gggguty 5 hour rate (1.44A) 7.2 Ah 1201025 [15.0F CHARGED VOLUME
1hour rate (5.40 A) 5.4 Ah 100[" 5 0 L
15Minute Rate (15.6 A) 3.9 Ah of o1 CHARGE VOLTAGE
Internal Resistance Full chargid Battery 13 MQ 015 130
40°C 102% o10f, 0|
. o 40[ :
Capacity affected by 25°C 100%
Temperature (20hour rate) 0°C 85% 20005 10k CHARGE CURRENT
-15°C 65% ok ot s s s s ‘ ‘ ‘ ‘ ‘
Self-Discharge Capac!ty after 3 month storage 910/0 0o 2 4 6 8' 0 12 14 16 18 20
25°C Capacity after 6 month storage 81% Charge time(hours)
Capacity after 12 month storage | 60% H Cycle service life in relation to depth of discharge
Max. Discharge Current
5% 135A(5S) 120
Terminal F2
Initial Charging Current less than 27A .10
Charge Cycle 3
(Constant Voltage) Voltage 14.4~14.7 V/25°C > 80 i
Float Voltage 13.5~13.8V /25°C s
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B Constant Current Discharge (AMPERES @25C) Number of cycles
F.V/Time 5Min 10Min 15Min 30Min 60Min 2H 3H 4H 5H 10H 20H
9.6 34.3 21.8 17.5 9.72 5.94 3.36 2.31 1.85 1.57 0.86 0.46
9.9 225 21.2 16.8 9.45 5.79 3.24 2.29 1.84 1.56 0.85 0.45
10.2 32.0 20.3 16.3 9.27 5.63 3.20 2.26 1.82 1.56 0.84 0.45
10.5 30.6 19.4 15.7 9.18 5.49 3.15 2.25 1.80 1.53 0.84 0.45
10.8 28.8 19.3 14.9 891 5.31 3.06 2.21 1.76 1.51 0.82 0.44
H Constant Power Discharge (WATTS PER CELL@25C)
FV/Time 5Min 10Min 15Min 30Min 60Min 2H 3H 4H 5H 10H 20H
9.6 382 245 198 111 68.6 39.2 27.5 22.1 18.7 10.2 5.48
9.9 373 238 191 108 66.9 37.9 22.2 21.9 18.6 10.2 5.46
10.2 357 228 185 106 65.1 37.5 26.9 21.7 18.5 10.1 5.44
10.5 342 219 178 105 63.6 37.0 26.8 21.5 18.3 10.1 5.42
10.8 322 218 169 102 61.6 36.0 26.5 21.0 18.1 9.85 5.33




