
The Ness RSI Radio Siren is a 
unique self-contained radio operated 
miniature internal siren which can be 
used as a wIReleSS RemoTe SIReN 
option for alarm control panels or as 
a STaNdaloNe SIReN operated 
by Radio Keys or other Ness radio 
devices. 

The Ness RSS Radio Satellite can 
even drive an optional exTeRNal 
SIReN & STRobe for truly wireless 
sirens  - inside and out.

many and varied applications: 
wireless eVaC Siren / waRNING 
siren / delIVeRy dooR warning / 
extension alaRm siren / maCHINeRy 
warning / and anywhere else you 
might need a remote siren.

FeaTuReS
Siren only or Satellite Siren models
wireless Trigger from alarm Panel
Program up to 8 radio devices 
including: 
 Ness Radio Siren Transmitter 
 Radio Keys 
 Radio PIRs 
 Radio Reed Switches 
 Radio Smoke detectors
Two siren sounds, FIRe and alaRm
loud 116db Siren Volume
Plug Pack Powered
Fully Tamper Protected

RSS SaTellITe SIReN also features
backup battery
external siren and strobe outputs
Hardwired tamper input
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Ness Radio siReN / Radio satellite

it’s a WiReless WoRld!

The Ness Radio Siren & Radio Satellite
“There’s Nothing Like It”

Radio Key

[oR any ness Radio TRansmiTTeR]

  RadIo SIGNal

RSI RadIo SIRen   Part no. 106-080

Radio Reed

Radio PiR

RSI

For wireless EVAC warning / General WARNING siren / extension 
ALARm siren / industrial ALERT and many more uses. 

RSS RadIo SatellIte    Part no. 106-081

External Siren  Output
The RSS has outputs for external  

Siren & Strobe + Tamper input

alaRm ConTRol Panel

RSS

RsT  
TRansmiTTeR
sold separately

oPTional wiRed 
external siren/
strobe/Tamper
Rss satellite 
model only.

Wireless internal siren
High volume internal siren

Battery  
Backup

Wireless SATELLITE siren / extension internal SIREN / Siren & Strobe 
OuTpuTS / Tamper INpuT / BATTERy Backup. 
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SpEcificaTiOnS

Ness Radio Siren - RSI/RSS models

NumbeR oF RadIo deVICeS 8 max.

RadIo ComPaTIbIlITy all Ness transmitters

oNboaRd TamPeR SwITCH Front and rear protection

PoweR SuPPly 17VaC 300ma plug pack

oNboaRd SIReN Twin Piezo 116bb

FuSeS 500ma auto reset electronic fuse for onboard siren

SIReN duRaTIoN 5 minutes

RadIo FRequeNCy 303.85mHz or 868.35mHz depending on region

dImeNSIoNS 141 x 114 x 45mm

Ness Radio Siren - RSS Satellite model only

exTeRNal INPuTS Tamper Input - 2k2 eol

Z1 input 2k2 - enables Reset mode

exTeRNal ouTPuTS Siren output - 1 x 4 ohm or 2 x 8 ohm horn speakers max. 
duration 5 minutes

Strobe output - 1 x mini Strobe light max. 
duration 11 hours or 1 hour if mains power is off

STRobe ouTPuT duRaTIoN If the RST is wired to send a Strobe message 
11 hours or 1 hour if mains power is off 

If the RST wired not to send a Strobe message 
5 minutes

If the Strobe Output is converted into a Reset Output 
5 minutes

FuSeS 2a auto reset electronic fuse for external Siren & Strobe outputs

baCKuP baTTeRy 12V 0.8ah Sealed lead acid

dyNamIC baTTeRy TeST every hour and on receipt of any radio message 

Ness Radio Siren Transmitter

INPuTS alarm Input 1, alarm Input 2 on flying leads 

meSSaGe TyPeS Siren / Strobe / Fire / off

TRaNSmISSIoN TImeouT 2 seconds per message

INdICaTIoN led indicates transmission

oPeRaTING VolTaGe 4.5V ~ 16V dC

CuRReNT dRaw Standby 150ua, Transmit 10ma

RadIo FRequeNCy 303.85mHz or 868.35mHz depending on region

dImeNSIoNS 45 x 24 x 12mm

Ness Radio siReN / Radio satellite

it’s a WiReless WoRld!


