
FULL DOME MIRRORS
Mirror
Code Size *View 

Distance
Mirror Face
Thickness

Depth of
Curve Mounting Hardware Mounting

Holes
ACRYLIC CEILING DOME RANGE

18523H 450mm Up to 3m 2mm Acrylic 165mm Suspension Kit - Dome Capped Screws 3 x 5mm

18585H 600mm Up to 6m 2mm Acrylic 230mm Suspension Kit - Dome Capped Screws 3 x 5mm

18590H 900mm Up to 9m 2mm Acrylic 340mm Suspension Kit - Dome Capped Screws 4 x 5mm

18596H 1200mm Up to 16m 3mm Acrylic 410mm Suspension Kit - Dome Capped Screws 6 x 5mm

STAINLESS STEEL CEILING DOME

16528H 500mm Up to 6m 1.2mm Stainless Steel 220mm Not Included 6 x 7mm

STAINLESS STEEL WALL DOME

16505 500mm Up to 30m .9mm Stainless Steel 61mm Not Included 6 x 7mm

* View Distance is the combined distance from the observer to the mirror PLUS the distance from the mirror to the area being observed.

CEILING DOME MIRRORS

STAINLESS STEEL WALL DOME MIRROR

Suspended from the CeilingFixed to Ceiling

Suspension Kit and Dome Capped Screws
(Not Included with Stainless Steel Dome)

Mounting Hardware Not Included Fits flush to the wall
180o View

360o View

Code Suspension Kit Height (A)

18523H 260mm

18585H 275mm

18590H 300mm

18596H 360mm

A

SUITABLE USES:

Acrylic Domes
Indoors Only
Retail and security
Office cubicle surveillance
Four-way intersections in buildings
Above high shelving and isles
Factory and warehouse crossroads

Stainless Steel Domes
Indoors and Outdoors
Hygiene and safety environments
Vandal prone areas
Monitoring processes and machinery
Harsh cleaning regimes
Over-see production line equipment

SUITABLE USES:
Indoors and Outdoors
Subways and underpasses
Stairwells and corridors
Car parks
Train stations
Vandal prone areas
Hygiene and safety environments
Monitoring processes and 
machinery
Harsh cleaning regimes
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Mounting Screws Not Included with Stainless Steel Domes

In keeping with constant improvement policies, the manufacturer reserves the right to alter product or specifications without prior notice.


