: . SOLENOID DIRECTIONAL
PrimeHyd ). CONTROL VALVE

Valves

www.primehyd.com.au ORDERING CODE  [PMcao | | | | ]

TECHNICAL SPECIFICATIONS

Spool Type Voltage
Nominal Working Pressure 140 Bar Baz(ﬁﬂy;'tr;?er ;% : ;ixgg
Max Working Pressure 250 Bar
Max Flow rate 30 I/min _Example:- PMC30DA12V
Solenoid Power 28W
Symbol

Voltage Tolerence +10 % SYITRO

. DA DM
Working Life 10x 10 B A B A B A .5 A
Max Fluid Temperature 80°C mm ]

_ ] X[
Protection class IP65 R T
Weight 1.5Kg Coil Part No :-

Dimensions 37.2x58 x210 mm 12V DC Coil: PMC30C-12
Stackable Up to 9 Valves 24V LG Coil:: PMUSDE-24
Port size (A,B) 1/4” Bspp

1) SOL-A ENERGISED ‘P’ CONNECTS TO PORT ‘A’

WHILE ‘T" CONNECTS TO PORT 'B’

) 2) SOL-B ENERGISED ‘P’ CONNECTS TO PORT ‘B’
Service Ports WHILE ‘T’ CONNECTS TO PORT 'A’

1/4" Bspp

WHEN SOLENOID IS ENERGISED INTERNAL SPOOL
PUSHED AWAY FROM ENERGISED SOLENOID

DIRECT or REMOTE MOUNT

Manual
Override

Coil Voltage
12vDC
24VDC

M5 Mounting
Bolt Holes
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