
Tip Color
Diameter 

(mm)
Picture Grams/Litre Ratio % Grams/Litre Ratio % Grams/Litre Ratio % Grams/Litre Ratio %

No Tip - 412 2:1 41 177 5:1 18 135.0 7:1 13.50 45 22:1 5

Grey 3.250 383 2.5:1 38 171 6:1 17 132.0 7.5:1 13.20 44 23:1 4.5

Black 2.540 359 3:1 36 160 7:1 16 125.0 8:1 12.50 43 25:1 4

Biege 1.780 266 4:1 27 118 9:1 12 92.5 11:1 9.25 31 32:1 3

Red 1.320 165 6:1 17 75 13:1 7 59.0 17:1 5.90 20 49:1 2

White 1.090 107 9:1 11 49 20:1 5 41.0 24:1 4.10 14 71:1 1.5

Blue 1.010 95 11:1 10 43 23:1 4 35.0 28:1 3.50 12 83:1 1.2

Tan 0.880 71 14:1 7 32 31:1 3 28.0 36:1 2.80 10 105:1 1

Green 0.710 50 20:1 5 19 53:1 2.5 18.0 55:1 1.80 6 159:1 0.6

Orange 0.630 42 24:1 4 15 69:1 2 14.0 71:1 1.40 5.5 179:1 0.5

Brown 0.580 28 35:1 3 13 80:1 1.5 12.0 83:1 1.20 4 238:1 0.4

Yellow 0.510 27 37:1 2.5 10 96:1 1 8.0 125:1 0.80 3.5 278:1 0.3

Aqua 0.460 22 46:1 2 8 121:1 0.8 7.5 133:1 0.75 2.5 385:1 0.2

Purple 0.360 11 91:1 1 5 217:1 0.5 4.0 250:1 0.40 1.5 833:1 0.1

Pink 0.250 6 182:1 0.5 3 400:1 0.3 2.5 400:1 0.25 1 1000:1 0.1

Lime 0.228 4 233:1 0.4 2 476:1 0.21 1.8 556:1 0.18 0.7 1430:1 0.07

Burgundy 0.208 3 333:1 0.3 1.5 625:1 0.16 1.5 667:1 0.15 0.5 2000:1 0.05

Pumpkin 0.168 2 435:1 0.2 1 833:1 0.12 1.2 833:1 0.12 0.3 3333:1 0.03

Copper 0.155 1.5 625:1 0.1 0.5 1250:1 0.08 0.6 1667:1 0.06 0.2 5000:1 0.02

Lime Green Venturi - 14lm Grey Venturi - 4lm Yellow Venturi - 16lm Blue Venturi - 30lm www.totalds.com.au

Pro Max Dilution Ratio Chart

Note: The Standard Metering Tips are 

provided with every unit. The Ultra Lean 

Tips are optional and can be ordered 

under the code number # 0000071136.

U
L

T
R

A
L

E
A

N
 T

IP

The Ratios are based on dynamic water 

pressure of 2.76bar or 40PSI with water thin 

products.
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