“Quality on time on budget;’

HYDRAULIC CYLINDERS

AG CYLINDERS - 2.5" BORE

Part Number Stroke Closed Description
TAG 20020 2" 14 25" 16.25"

TAG 20040 4" 16.25" 20.25"

TAG 20060 6" 18.25" 24 25"

TAG 20080 a" 20.25" 28.25"

TAG 20100 10" 22.25" 32.25"

TAG 20120 12" 24.25" 36.25" B

" - - Maximum Pressure:

TAG 20140 14" 25.25" 40.25" 3500psi (240bar)
TAG 20160 15 28.25 44 25

TAG 20180 18" 30.25" 48 25"

- - " Ports:

TAG 20200 ZD" 32.25" 52.25" 3/16" UNO
TAG 20220 22 3425 56.25

TAG 20240 24" 36.25" 60.25" Pins:

TAG 20260 26" 38.25" 64 25" 1" pins

TAG 20280 28" 40.25" 68.25"

TAG 20300 30" 42 25" 72.25"

TAG 20360 36" 48.25" 824.25"

TAG 20420 42" 54.25" g96.25"

TAG 20480 48" 60.25" 108.25"

TAG 20540 54" 66.25" 120.25"
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Rod size 1.5”

©)

2.88" 0D

Pressure (Bar) 20

Theoretical Cylinder Thust - 2.5" Bore

’ l¢— 1.0

Extension Force [N) 6330

Retraction Force (N) 4050

40 60 a0 100 120 140 160 180 200
12670 19000 25340 31670 38000 44340 50670 57000 63340
8110 12160 16210 20270 24320 28380 32430 36480 40540
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