
SPL DMC Mastering Console 

4 Sets of Recording Inputs

L/R Polarity, Trim, Mono & Gain

4 Sets of Source Inputs

Comprehensive Monitoring Section

4 Sets of Speaker Outputs

Sub Output & Headphone Ampli�er

Dim, Mute, Mono & L/R Polarity Flip

Insert Path with Neutrik Connectors

GPI Button for Miscellaneous Use

120V Power Rails for Increased Headroom

What's in the Box
SPL DMC Mastering Console                   
Power Cord

Specs

SPL DMC Specs

Inputs

Maximum Input Level +32.5 dBu

Impedance 20 kOhms, balanced

Common Mode Rejection -82 dBu (at 0 dBu, input and source)

Outputs

Maximum Output Level +32.5 dBu

Output Impedance <600 Ohms (balanced)

Noise -98.4 dBu (recording output at 24 dBu, unweighted, insert active)

-101.6 dBu (recording output at 24 dBu, A-weighted, insert active)

-92.2 dBu (recording output at 24 dBu, CCIR, insert active)

https://www.bhphotovideo.com/c/buy/Shop-by-Brand-SPL/ci/4/phd/3948626609/N/4294255798
https://www.bhphotovideo.com/bnh/controller/home?O=ProductDetail&A=showItemLargeImage&Q=&sku=1408132&is=REG


-101.4 dBu (speaker output at 24 dBu, unweighted)

-103.9 dBu (speaker output at 24 dBu, A-weighted)

-94.9 dBu (speaker output at 24 dBu, CCIR)

THD & Noise >112 dB (recording output at 24 dBu, insert active)

>108 dB (speaker output at 24 dBu)

Bandwidth Transmission Bandwidth (10 Hz to 200 kHz, speaker output)

10 Hz: -0.12 dB

100 kHz: -0.3 dB 

200 kHz: -1.2 dB

Transmission Bandwidth (10 Hz to 200 kHz, recording output,

insert active)

10 Hz: -0.12 dB

100 kHz: -0.6 dB 

200 kHz: -2.3 dB

General

Power Consumption 0.22 A, 230 VAC/50 Hz, 35 W, 53 VA

0.44 A, 115 VAC/60 Hz, 35 W, 53 VA

Fuses 230 V / 50 Hz: 1 A

115 V / 60 Hz: 2 A

Dimensions 19 x 5.2 x 13.4" / 482 x 132 x 340 mm (3 RU)

Weight 23.4 lb / 10.6 kg


