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1238AC SAM™ Studio Monitor

Shaped by decades of engineering expertise and armed with the power of Smart Active

Monitoring technology, the 1238AC is a centre channel monitor designed for the most

demanding applications.

Active Crossovers

Directivity Control Waveguide (DCW™) Technology

SPL

121 dB

Frequency Response

30 Hz - 22 kHz (-6 dB)

Dimensions
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H 350 x W 950 x D 453 mm, (view in inches)

Perfect for multi-channel

As a centre-channel companion to the 1238A, the three-way 1238AC is perfect for multi-channel applications that require extremely

uncoloured and precise on and off axis response, even at high SPLs and longer listening distances. With a choice of horizontal or

vertical orientations, the controlled directivity of the 1238AC results in a wide, very stable sweet spot – so users can move freely around

the console and still make accurate, reliable and informed mix decisions.

Configure, calibrate and control

As part of the growing Smart Active Monitoring family, the 1238AC integrates closely with our GLM software via which it can be

configured and calibrated for your listening environment, compensating for detrimental room influences to create a truly optimised

monitoring solution. Since producing multi-channel content that translates well to other rooms and systems relies on a good room and

an extremely well-aligned monitoring system, the 1238AC is the natural choice for discerning professionals in high-end music

production, post production and broadcast.



5/18/23, 9:53 AM 1238AC - Genelec.com

https://www.genelec.com/1238ac?p_p_resource_id=searchEvent?print?p_p_id=productinfo_INSTANCE_FX02jy6cwZHq&p_p_state=maximized&print?p_p_id=productinfo_INSTANCE_FX02jy6cwZHq&p_p_state=m… 3/11

SEARCH DEALER

Package contains:

1 x 1238AC main monitor

1 x individually calibrated

RAM-L

amplifier unit

1 x mains cable 1,8 m

1 x RJ45 cable 5 m

1 x RJ45 cable 10 m

2 x 4-pole speakon cable 10

m

1 x operating manual

Genelec

1238AC SAM™ Studio Monitor

Color options:

1238AC SAM™ Studio Monitor
Technical Specifications

Shaped by decades of engineering expertise and armed with the power of Smart Active Monitoring

technology, the 1238AC is a centre channel monitor designed for the most demanding applications.

⊕ Hover to zoom


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System Specifications

Frequency Response

35 Hz - 20 kHz (± 2 dB)

Low cutoff -6dB

30 Hz

High cutoff -6dB

22 kHz

SPL

Peak SPL

≥124 dB

Maximum peak acoustic output per pair in a

listening room with music material at 2 m.

Short term max SPL

≥121 dB

Maximum short term sine wave acoustic output

on axis in half space, averaged from 100 Hz to

3 kHz at 1 m.

Long term max SPL

≥116 dB

Maximum long term RMS acoustic output in the

same conditions with IEC weighted noise

(limited by driver protection circuit) at 1 m.

Self-generated noise

Self-generated noise

≤10 dB SPL

Self generated noise level in free space at 1 m

on axis (A-weighted).

Weight

Weight

60 kg (132.3 lb)
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Dimensions

Height

350 mm (13 25/32 in)

Width

950 mm (37 13/32 in)

Depth

453 mm (17 27/32 in)

Enclosure

Enclosure material

MDF

Enclosure type

Reflex port

Drivers

Bass

Driver type

Cone

2 x 250mm (10 in) cone

Count

2

Diameter

250 mm (9 27/32 in)

Midrange

Driver type

Cone

125 mm (5 in) cone

Diameter

125 mm (4 29/32 in)

Treble

Driver type

Metal dome

25 mm (1 in) metal dome

Diameter

25 mm (31/32 in)
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Directivity

Horizontal directivity

Harmonic distortion

50…200 Hz ≤1 %

> 200 Hz ≤0.5 %

Group delay

The latency at high frequencies from the input to

the acoustic output, measured in the analog

input:

Extended Phase Linearity in GLM set to OFF

5.1 ms

In Genelec performance graphics, the time of

converting the from an electronic input signal to

the acoustic output in a Genelec monitor is

described by two factors – latency and group

delay. The group delay factor can be read in the

graphics for a specific frequency. The total

frequency-specific input-to-output delay is a

sum of the latency and group delay factors. To

understand the significance of this total delay,

consider that moving a loudspeaker away by 1

meter creates an additional delay of about 3 ms.
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Amplifier Section

Signal processing section

Product Variants

Amplifiers

1238AC Bass amplifier specs

500 W Class D

3U Rack mounted amplifier (RAM-L)

Height

132 mm (5 3/16 in)

Width

483 mm (19 1/32 in)

Depth

252 mm (9 29/32 in)

Weight

6 kg (13.2 lb)

1238AC Midrange amplifier specs

250 W Class D

1238AC Treble amplifier specs

200 W Class AB

Mains voltage

100-240 VAC 50/60Hz

Power consumption

ISS Active

≤0.5 W

Idle

≤25 W

Full output

750 W

Connectors

Input

Analog signal input connector XLR female, balanced 10 kOhm.

Input

Digital signal input connector XLR female 110 Ohm.

Output

Digital signal output / Thru connector XLR male 110 Ohm.

2 x Control

Two CAT5 (RJ45) GLM Network connectors for computer control using the

Genelec Loudspeaker Manager (GLM) software.

Product codes

Code Product information EAN code CN code

1238ACPM 1238AC SAM™ Studio Monitor

For even more technical details please see product operating manual.
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Key Technologies

 
Active

Crossovers
 

Directivity

Control

Waveguide

(DCW™)

Technology

 

Intelligent

Signal

Sensing

(ISS™)

Technology

 
Optimised

Amplifiers

 
Protection

Circuitry  

Smart Active

Monitor

(SAM™)

Systems

Related products

References

Genelec monitors immerse new Tokyo College of Music Campus

READ FULL STORY

1237A SAM™

Studio Monitor

1238A SAM™

Studio Monitor

1238DF SAM™

Studio Monitor

7380A

SAM™ Studio Subwoofer

GLM

https://www.genelec.com/-/reference/genelec-monitors-immerse-new-tokyo-college-of-music-campus
https://www.genelec.com/-/reference/genelec-monitors-immerse-new-tokyo-college-of-music-campus
https://www.genelec.com/1237a
https://www.genelec.com/1238a
https://www.genelec.com/1238df
https://www.genelec.com/7380a
https://www.genelec.com/glm-kit


5/18/23, 9:53 AM 1238AC - Genelec.com

https://www.genelec.com/1238ac?p_p_resource_id=searchEvent?print?p_p_id=productinfo_INSTANCE_FX02jy6cwZHq&p_p_state=maximized&print?p_p_id=productinfo_INSTANCE_FX02jy6cwZHq&p_p_state=m… 9/11

How GLM™ (Genelec Loudspeaker Manager) Software Works

Find Your Dealer

Type in your city to find your nearest Genelec dealer

LOCATE ME 

How GLM™ (Genelec Loudspeaker
Manager) Software Works

Frustrated that your material doesn’t sound so great on

other systems? In this video we show you how to calibrate

the Genelec SAM™ monitors with the Genelec

Loudspeaker Manager (GLM™) Software to get the most

out of your room and ensuring that your mixes translate

perfectly.



javascript:void(0);
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Documentation

Documents

Operating Manual 1238AC 

SAM™ Series Full Line

Catalogue 

Immersive Solutions Brochure 

Downloads

Line Drawings (PDF) 1238AC 

Line Drawings (DWG) 1238AC 

Line Drawings (PDF) RAM-L

Amplifier 

Line Drawings (DWG) RAM-L

Amplifier 

Got Questions?

Search our support portal for articles on frequently asked questions:

Search...

You can also submit an enquiry to our customer support team here.

Setting Up Your Speakers

Related Applications

How To Select The Correct

Monitors

How To Place Your

Monitors

Monitor Calibration &

Improving Acoustics

https://assets.ctfassets.net/4zjnzn055a4v/3bUKl8cK6Q6YyM6ceooKWw/f569e3497059c30df1eebf5a8654177e/1238ac_op-man_0.pdf
https://assets.ctfassets.net/4zjnzn055a4v/xd0RmOyjysCNLGhQb0lKJ/70ef78fb45891df02746b4632b053013/SAM_Series_Full_Line_Catalogue_2021.pdf
https://assets.ctfassets.net/4zjnzn055a4v/4dG9V4oK3gUEsqXodIqRaJ/02ee79e6e3fd962e0d40ab14b86c8320/Genelec_Immersive_Solutions_Guide_-_2021.pdf
https://assets.ctfassets.net/4zjnzn055a4v/2iskf46Iy0UQCiYUOm2AOw/a07e24d22914242c2286842d19766177/1238ac_views.pdf
https://assets.ctfassets.net/4zjnzn055a4v/6Z8oIG04b6eeeEes2Q2Ew6/985d8a90466074037e56f768228258ce/1238acviews.dwg
https://assets.ctfassets.net/4zjnzn055a4v/1cpgrWAnCIU8maSWgEuQy6/8e0977980bb5e20363c28951c4425ae4/ram_l_views_8_2014.pdf
https://assets.ctfassets.net/4zjnzn055a4v/5dQsfxmx7aWgoOmGmkgKqa/e0997e7ed04308f2321c73aaae99afdf/ram_l_views_8_2014.dwg
https://support.genelec.com/hc/en-us/requests/new
https://www.genelec.com/correct-monitors
https://www.genelec.com/monitor-placement
https://www.genelec.com/calibration-acoustics
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See Also

Film, Drama & Post Music Studio Home Theatres

Home Speakers &

Subwoofers AV Installation Speakers Audio Solutions

https://www.genelec.com/home-speakers
https://www.genelec.com/av-installation-speakers
https://www.genelec.com/audio-solutions
https://www.genelec.com/film-drama-post
https://www.genelec.com/music-studio
https://www.genelec.com/home-theatres

