
Magewell Ultra Stream HDMI

Single-Channel HD Streaming Encoder

Accepts HDMI Video Sources up to DCI 4K

HDMI Loop Output

Stream up to 1080p Resolution in MP4

Deliver to Platforms and RTMP Addresses

Ethernet and Wi-Fi Connectivity

iOS/Android App Control

Microphone Input and Headphone Output

Record to USB or Mobile Device

What's in the Box
Magewell Ultra Stream HDMI
Power Supply
Limited 1-Year Warranty

Specs

Magewell Ultra Stream HDMI Specs

Inputs HDMI: 1 x HDMI type A, v1.4a

Microphone: 1 x 3.5 mm

Outputs HDMI: 1 x HDMI type A, loop output

Headphones: 1 x 3.5 mm

Other I/O Storage: 1 x USB 2.0 Type-A

Ethernet: 1 x RJ45

Resolution Support Input: Up to 4096 x 2160 at 30 fps (4:4:4, 4:2:2 sampling) or 60 fps

(4:2:0 sampling)

Recording: Up to 1920 x 1080 at 60 fps

Frame Rate Support Input: 60/60i/30/25

Recording: 60/50/30/25/24/15

Sampling Input: 12/10/8-bit 4:4:4, 4:2:2, 4:2:0

Recording: 8-bit, 4:2:0

https://www.bhphotovideo.com/c/buy/Shop-by-Brand-Magewell/ci/4/phd/3838122940/N/4294255798
https://www.bhphotovideo.com/bnh/controller/home?O=ProductDetail&A=showItemLargeImage&Q=&sku=1409490&is=REG


Wireless Connectivity Wi-Fi: IEEE 802.11 a/b/g/n/ac

Bluetooth: 4.0 BLE

Power Input 1 x Coaxial, 5 VDC, 2 A

Power Consumption 6 W (max)

Environmental Operating Temperature: 32 to 104°F / 0 to 40°C

Storage Temperature: -4 to 158°F / -20 to 70°C

Relative Humidity: 5-90%, non-condensing

Dimensions 3.7 x 3.7 x 1.1" / 94 x 94 x 29 mm




