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DESCRIPTION: 
Black OEM Flex Primer is a specialty coating designed for priming flexible automotive parts.  It is fast-drying, offers 
excellent adhesion, superior fill and build, and sands easily.  Because of it’s unique formula, it has good low 
temperature crack resistance. 

PRODUCTS:
1161	 OEM Flex Prime - Black, Gallon (3.78 L), 2/case

SURFACE PREP:
Depending on surface, see surface preparation for sanding recommendations.
Clean with SCAT 6311, Speedi SCAT 6321 or Aqua SCAT 2 1391/1394.

MIX RATIO: 
Ready to use.

HVLP/LVLP: 
1.4 - 1.6 mm
2 - 3 medium wet coats
5 - 10 minute flash
2.5 mil film build
Please refer to gun manufacturer for proper spray pressure recommendations

DRY TO SAND TIMES:
20 - 30 minutes

SANDING:
320-500 grit wet or dry.

See next page for more detailed product application.  See website for this document in other languages.
Vea la página siguiente para un uso más detallado del producto. Vea el Web site para este documento en español.
Voir la prochaine page pour une application plus détaillée de produit. Voir le site Web pour ce document en français.
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SUITABLE SUBSTRATES:  
Most plastics including: TPO, PP, RIM, SMC, PUR and PPO. NOTE: TPO and PP substrates 
require the use of TPO Adhesion Promoter 1021 or Mul-TIE Adhesion Promoter 1031/1033/1034. 

SURFACE PREPARATION: 
Clean with SCAT 6311, Speedi SCAT 6321 or Aqua SCAT 2 1391/1394.  

APPLICATION & MIXING:
Mask and sand as necessary.  Ready to use gallons need no thinning. Apply 2-3 medium wet 
coats and allow a 5-10 minute flash time between coats, and 20 - 30 minutes before sanding. 

SPRAY GUN SET UP:

TECHNICAL DATA: 
WEIGHT PER GALLON:	 8.07#/gallon
SOLIDS:		  24%
COVERAGE @ 2.5 MILS:	 206 sq. ft.
SHELF LIFE:		  1 year
COLOR:		  Black

REGULATORY:

COMPETITION:
Dominion SS 91601	 Duramix 4430/4434	 SEM 39134

See website (www-tat-co.com) for this document in other languages.
Vea el Web site (www.tat-co.com) para este documento en español.
Voir le site Web (www.tat-co.com) pour ce document en français.

GUN TYPE	 FLUID TIP	 AIR PRESSURE	 FLUID PRESSURE
Siphon Feed	 1.5-1.6 mm	 40-55 PSI (at gun)	 n/a
Gravity Feed	 1.4-1.6 mm	 40-50 PSI (at gun)	 n/a
Pressure Feed	 1.4-1.5 mm	 40-50 PSI (at gun)	 10-14 PSI
HVLP/LVLP	 1.4-1.6 mm	 10 PSI max. (at aircap)	 n/a

Category: Specialty Coating Individual Component
VOC Actual 4.71#/gal (564 g/l)
VOC Regulatory 6.00#/gal (719 g/l)
Weight % of Volatiles 75.86
Weight % of Water 0
Weight % of Exempt Compounds 17.47
Volume % of Exempt Compounds 21.5
Density of Material #/gal 8.07


