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Intended use

Mipa Silikonentferner-Spray is a highly efficient cleaning and degreasing agent for all metallic and polymer materials.
Removes easily silicone, grease, oil, wax, dirt, tar, soot, etc.

Processing instructions

Substrates
Can be used on all metallic and polymer materials, paint and filler surfaces.

g__-:d
Mipﬂ Pre-treatment / cleansing
Silikon- -

entferner

| ’ Characteristics

1% Degreases and cleans metallic and polymer materials
For universal use against grease, oil, wax, dirt, etc.
Easy to use
Great time savings
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Colour / gloss level colourless

Preparation
Before use, shake can vigorously for 1 - 2 min!

— Application

Flash-off time

hal| -

After use

Drying time at 20 °C
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This technical data sheet is supplied for informational purposes only! According to our information, all data and recommendations correspond to the state of art and are based on years of
experience in manufacturing our products. They do not exempt the user from his obligation to verify professionally, on his own responsibility, the suitability of our products to the intended
purpose under prevailing conditions. Safety data sheets and warnings on packaging must be observed. We reserve the right to modify and to complete the information content at any
time, without prior notice or obligation to update.
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Processing conditions  From +10 °C and up to 80 % relative air humidity. Ensure adequate air ventilation.

Storage Can be stored for 2 years in cool and dry places.

EU limit value for this product (cat. B/e): 840 g/l

VOC-regulation This product contains max. 750 g/l of VOC.

Safety information See safety data sheet
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