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Mipa HV Hohlraumversiegelung is a conservation and cavity sealing coat, based on a special wax, which gives durable
protection against corrosion on vehicle cavities. Due to its excellent penetrating properties, the product displaces
humidity even existing water from the narrowest corners and folds. No drips or runs.

Substrate:
Various metals

Pretreatment / Cleansing:
Clean from rust, grease, oil and other impurities.

Characteristics:
Excellent corrosion resistance in the salt spray test according to DIN 50021:
240 hours without penetration of rust
Film thickness approx. 40 µm.
Temperature stability: max. 80°C.
Does not drip or run
Not re-coatable

Colour / transparent / yellow brown
Grade of Gloss:

Preparation: Shake can vigorously until the mixing balls move freely!

Application: Apply generously! Recommended film thickness approx. 40 µm.

Flash-off:

After use: Turn can upside down and spray until the valve is clean, this
prevents the valve from clogging up.

Drying Times:

Drying: 30 - 60 minutes / 20°C objekt temperature

Processing From +10°C and up to 80% relative air humidity.
Conditions: Do not spray on the motor, gears, brakes etc.

Storage: In tightly closed original containers at least 2 years shelf life

  VOC- EC limiting value for the product (cat. B/e): 840 g/l (2007)
Regulation: This product contains a maximum of 550 g/l VOC [ 4.59 lbs/gal]

Safety
Information: Read the corresponding Material Safety Data Sheet

 Mipa HV-Hohlraumversiegelung Spray

standards and is based on years of experience in the manufacture of our products. The information is non binding and without guarantee.
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The data sheet sheet is for information purpose only! The information given is in accordance to our knowledge up to the latest
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