
Mipa WBS Reiniger FINAL

Technical data sheet Page 1 / 2

Intended use

Mipa WBS Reiniger FINAL is a low-odour and VOC-compliant (less than 20 % solvent) waterborne degreasing agent

for cleaning paint and filler surfaces prior to top coating. Mipa WBS Reiniger FINAL is perfectly suitable for cleaning

with diverse wipes without leaving any traces.  Antistatic effect especially on plastic parts. 

Spreading rate: --

Processing instructions

Colour

colourless

Mixing ratio

Hardener by weight (lacquer : hardener) by volume (lacquer : hardener)

-- -- --

Hardener

for complete paintwork for partial paintwork

-- --

Pot life

--

Thinner

--

Spray viscosity

gravity spray gun Airmix/Airless

-- --

Application mode

Application mode Hardener pressure

(bar)

nozzle (mm) spray

passes

Thinner

-- -- -- -- -- --

Flash-off time

--

Dry coat thickness

--

Drying time

object

temperature

dust dry set to

touch

ready for

assembly

sandable recoatable

-- -- -- -- -- --
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Note

Storage: at least 4 years in unopened original container 

VOC Regulation : EU limit value for this product (category B/a): 200 g/l 

This product contains max. 189 g/l of VOC.

Processing conditions: --

Processing instructions: Use compressed air to blow away residual moisture in edges, crimps and grooves.

We recommend applying by means of the MP Druckpumpzerstäuber (pump sprayer). 
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