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The Product Information Sheet supersedes all previous issues for this product.  Information contained herein is offered in good faith as being 
true and accurate to the best of our knowledge, but as the conditions of use are beyond our control, no guarantees are either stated or implied. 

 

Where health or safety data given discloses a risk to the user or the environment, it is the responsibility of the purchaser to pass on the 
information to employees who may be using the product, ensuring that adequate safety procedures are used, including good industrial 

hygiene. 
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 LIQUID AMBER 

C.U.B. APPROVED BEER LINE CLEANER  
  

DESCRIPTION  
LIQUID AMBER is a two part beer line cleaner specifically formulated to the C.U.B. 

standards for beer line cleaners 

 

APPLICATION  
LIQUID AMBER is a free rinsing non-tainting liquid detergent suitable for use with 

all beer lines and beer pumping equipment 
  

BENEFITS  

 

• LIQUID AMBER removes all traces of bacteria and impurities.  

• Rinses freely from cleaned surfaces.  

• Non corrosive at recommended dilution.  

• Contains no wetting agent that could destroy the head of drawn beer.  

• C.U.B. approved beer line cleaner.  

 

DIRECTIONS 

  
 Beer Lines  

 Rinse lines with cool clean water. Add 12ml of LIQUID AMBER Part A and 12ml of 

 LIQUID AMBER Part B per litre of cool clean water. Allow solution to flow freely 

 through beer taps so that lines are properly filled. Leave for 30 minutes (preferably 

 overnight) then flush beer lines with cool clean water. Drain water.  

 Glasses  

Prepare a solution of LIQUID AMBER by adding 3ml of Part A and 3ml of Part B per 

litre of cool clean water and add to the dispenser in the glass washing machine.  

 

DO NOT MIX LIQUID AMBER PART A AND B TOGETHER IN THEIR 

CONCENTRATED FORM. 
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 LIQUID AMBER 

C.U.B. APPROVED BEER LINE CLEANER  
 

 

HEALTH AND SAFETY INFORMATION  
 

See separate Health and Safety Data Sheet available on request 
 

 PACKAGING:  
 

 5 Lt Polyethylene Drums 

 15 Lt Polyethylene Drums 
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