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Emerson Copeland Hermetic Reciprocating Condensing Units 

Distributed by:  

 

Address: 45 BRYANT ST, PADSTOW NSW 2211 

Office Number: 02 9792 5988  

Opening Hours Sales Counter: 7:45am - 5pm Monday-Friday & 8:30am - 1pm Saturday 

Email: sales@stareast.com.au 

Emerson Climate Technologies offer a reliable engineered condensing unit. Leveraging the latest in 

compressor technology that meet your application requirements. 

Cut your operating costs with an expertly designed and tested unit. 

mailto:sales@stareast.com.au
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Features: 
• Versatile condensing unit applications from -15°C + 10°C* 

• All models fitted with liquid receiver 

• Rotalocks suction and liquid line with copper stub. 

• Charged with dry nitrogen and polyester oil (POE) 

• Blue Fin Condenser 

• Better temperature difference across the coil for refrigeration effect 

• Coefficient of Performance improved vs competition 

 

Performance Data R404A: 
 

Stareast CDU 
Model No. 

Comp Model Nom. 
HP 

 

Power 
Supply 

Ambient  
Deg °C 

Evaporating Temperature Capacities (kW) 

-15 -10 -5 0 5 7 10 

SEI/IKMN061AE KCJ461CAL 3/4 HP  
230V/
1PH/ 
50HZ 

32 1.31 1.61 1.92 2.28 2.71 2.93 3.22 

38 1.15 1.42 1.70 2.03 2.44 2.64 2.93 

43 0.98 1.22 1.45 1.80 2.20 2.37 2.64 

SEI/ICMN084AE KCJ484CAL* 1 HP 
 

32 1.86 2.30 2.71 3.21 3.83 4.13 4.57 

38 1.66 2.04 2.45 2.91 3.51 3.81 4.25 

43 1.44 1.80 2.18 2.64 - - - 

SEI/ICMN084BE KCJ484CAL* 1 HP 
 

32 2.01 2.49 2.99 3.56 4.25 4.60 5.10 

38 1.80 2.23 2.70 3.24 3.89 4.22 4.72 

43 1.57 1.97 2.41 2.92 3.54 3.87 4.37 

SEI/ICMN110BE KCM511CAL 1-3/8 
HP 

32 2.15 2.80 3.61 4.56 5.60 6.01 6.57 

38 1.88 2.46 3.2 4.07 5.00 5.42 5.92 

43 1.62 2.12 2.80 3.59 4.43 4.81 5.30 

SEI/ICMN140BE KCM514CAL 1-3/4 
HP 

32 2.81 3.65 4.68 5.87 7.09 7.51 8.35 

38 2.54 3.28 4.22 5.32 6.50 7.10 7.68 

43 2.25 2.88 3.78 4.79 - - - 

 

Capacity Rating Basis:  Return Gas Temp 18°C, Subcooling 3K.   

* SEI/ICMN084AE and SEI/ICMN084BE Bill of Material have equivalent compressors with different 

condenser coils. SEI/ICMN084BE have a bigger condenser and have higher Temperature difference 

than SEI/ICMN084AE. 

 

We keep the right to change the technical data at any time without notice. 
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Dimension Diagrams: 
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ICMN084AE 

 

 

 

 

 

 

 

 



5 
 

ICMN084BE 
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ICMN110BE 
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ICMN140BE 
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Compressor Data: 
 

 

 

Stareast CDU 
Model No. 

Comp Model Comp 
Disp 
(cc) 

Motor 
Type 

Oil 
Charge 

𝑐𝑚3 

Unit Connection Current 
FLA 

Height 
mm 

Length 
mm 

Width 
mm 

Liquid Suction 

SEI/IKMN061AE KCJ461CAL 18.27 CSCR 890 3/8 3/8 4.1 387 449 514 

SEI/ICMN084AE KCJ484CAL 25.91 CSCR 890 3/8 3/8 6.2 387 449 514 

SEI/ICMN084BE KCJ484CAL 25.91 CSCR 890 3/8 3/8 6.2 442 519 622 

SEI/ICMN110BE KCM511CAL 40.8 CSCR 1330 3/8 5/8 6.3 442 519 624 

SEI/ICMN140BE KCM514CAL 51.47 CSCR 1330 3/8 5/8 8.7 442 519 624 


