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Note:
This manual is for your reference only. Due to the continuous improvement of 
the ToolShed products, changes may be made at any time without obligation or 
notice.

Warranty:
This product may be covered under The ToolShed warranty. For more information, see 
our Terms & Conditions at www.thetoolshed.co.nz

Thank You
For the purchase of this ToolShed product. We try our hardest to supply customers like you 
with the best quality products available, at the best price possible. We cant wait to continue 
working together in the future.

Please contact us for any servicing, replacement parts, or questions you might have about 
your ToolShed product by visiting our website, or calling: 0800 948 665.

https://www.thetoolshed.co.nz/
https://www.thetoolshed.co.nz/
https://www.thetoolshed.co.nz/page/2/the-toolshed-terms-and-conditions-of-trade
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SPECIFICATIONS PRODUCT IDENTIFICATION

Maximum Board Size 1220 x 4880mm

Minimum Height 1.22m

Maximum Height 3.35m

Maximum Load 68 kg

Net Weight 37 kg

1 Cradle

2 Crossarm

3 Outrigger

4 Telescoping Sections

5 Panel Support Hooks

6 Housing

7 Winch Wheel

8 Tripod Base

9 Castor Wheel

About
The ToolShed Drywall Lifter allows one person to lift a drywall panel that is up to 122 x487cm 
in size, without assistance. The panel can be raised to a maximum height of 335cm for 
attachment to level ceilings, or (with the lift’s cradle tilted) to sloped ceilings or side walls. For 
higher ceilings, an Extension Accessory is available that increases maximum lift to 470cm.

The Lift’s cradle lowers to 86.4cm off the floor for easy panel loading, and can support up to 
68kg.

These instructions explain how to assemble the Lift, operate it, disassemble it after use for 
easy transport and storage. We urge you to read the Important Precautions below, and the 
Operation sections, before trying to use the Lift.
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SAFETY GUIDELINES SAFETY GUIDELINES

• Use the correct tool for the job. Forcing 
a tool to do a job it was not designed for 
increases the risk of accident or injury.

• Disconnect tools and machinery from 
power, or remove batteries before doing 
any maintenance or adjustments, or 
before storing the tools and machinery. 
This reduces or removes the risk of a power 
connection that causes the tool or machinery 
to accidentally fire, which can help prevent 
injury or accident.

• Check the general condition of the tool 
for damage or any problems that could 
affect the way the tool or machine works. 
An unrepaired tool or machine can lead to 
accident and injury. Only have your tool or 
machine repaired with genuine parts from 
The ToolShed. 

• Only use the tool and machinery with 
genuine parts or accessories that are 
designed to be used with this power tool 
and machinery. Failure to do so could result 
in accident or injury, or damage your tool or 
machinery.

• Store your tool or machinery out of reach 
of children, and away from untrained 
personnel when not in use. Use by some-
body untrained, or a child, could lead to 
accident or serious injury. 

Tool & Machinery Use & Care

• Always wear personal protective equip-
ment (PPE). Eye protection, ear protection, 
dust masks, and other protective equipment 
will help to reduce the risk of personal injury 
or long-term illnesses.

• Dress appropriately. DO NOT wear loose 
clothing that can get caught in moving 
parts. Keep hair, loose clothing, jewellery, 
and anything else that could be of risk, away 

READ ALL SAFETY WARNINGS & 
INSTRUCTIONS. Failure to follow 
instructions and warnings could lead to 
serious injury, electric shock, or fire.

from moving parts in the machine, or they 
could become caught therein.

• Always remain alert and DO NOT operate 
power tools or machinery under the influ-
ence of any substances such as alcohol 
or drugs, including prescription medica-
tions. Lack of focus could lead to injury or 
accidents while operating these power tools 
and machinery.

• Always ensure proper footing and 
balance. Overreaching can lead to slipping 
and falling which can result in injury or acci-
dent.

• Ensure the power switch is in the OFF 
position before connecting any battery, 
or power source to the power tool or 
machinery. This can cause injury as tools 
and machinery can suddenly fire incidentally 
when live, causing accidents. 

• Use all provided dust collection and 
extraction attachments, if included. This 
equipment, along with the use of PPE dust 
masks, can help keep you safe from dust, and 
keep your work site clear from hazards.

• Ensure loose parts such as wrenches 
or adjusting keys are removed before 
starting the power tool or machinery.

WARNING

Work Area Safety

Personal Safety

• Ensure that your work area is kept clean 
and well lit. Lack of visibility and clutter 
greatly increase the risk of accident when 
using tools.

• Keep bystanders, pets, and children 
clear when operating this power tool or 
machine. They can cause distraction or risk 
injury to themselves.

• Ensure you are not operating the power 
tool or machinery in the presence of dust, 
liquids, flammable gases, or anything 
that can create an explosive atmosphere. 
Power tools and machinery can create sparks 
which can lead to ignition and fire hazards in 
working environments. 

Service
• Have your tools and machinery serviced 

at The ToolShed with ToolShed replace-
ment parts. This will ensure that the safety 
of the power tool or machine is maintained. 

WARNING
The warnings and precautions 
discussed in this manual cannot cover 
all possible conditions and situations 
that may occur. It must be understood 
by the operator that common sense 
and caution are factors which cannot 
be built into this product, but must be 
supplied by the operator.

• It is not possible to cover every conceivable 
situation you can face. Always exercise care 
and use your common sense. If you get into 
a situation where you feel unsafe, stop and 
seek expert advise. Contact your dealer, 
service agent, or an experienced user. Do not 
attempt any task you feel unsure of!

• Do not let familiarity gained from the 
frequent use of tools allow you to become 
complacent and ignore tool safety prin-
ciples. A careless action can cause severe 
injury within a fraction of a second.

Always Use Common Sense

https://www.thetoolshed.co.nz/
https://www.thetoolshed.co.nz/
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SAFETY GUIDELINES
Drywall Lifter Specific Safety Components

Set Up the Tripod Base

Set Up the Frame Assembly

• ALWAYS study these instructions before 
operating, and pay close attention to all 
warnings.

• ALWAYS inspect the unit carefully before 
each day’s use, pay special attention to the 
condition of the cable.

• ALWAYS allow the Lift to reach working room 
temperature before use (moving a cold unit 
into a warm room can cause condensation, 
which could affect the operation of the 
winch brake). 

• Always be sure the brake drum is clean and 
dry before operating.

• NEVER use the Lift if either crossarm support 
is not secured by its locking spring tab.

• ALWAYS keep the work area free of obstruc-
tions.

• ALWAYS wear a hard hat when operating this 
Lift. 

• ALWAYS watch for overhead obstructions 
when lifting the drywall panel.

• NEVER use the Lift for any purpose other 
than lifting a drywall panel.

• NEVER lift more than one sheet of drywall at 
a time. Never lift more than 68kg (150lbs).

• ALWAYS inspect the cable before each use. 
Replace at the first sign of wear. A worn, 
damaged or improperly installed cable can 
fail resulting in a sudden and rapid lowering 
of the lift and the load and possibly resulting 
in serious property damage and/or serious 
bodily injury.

• Operate the Lifter only on hard, flat, or level 
surfaces free of obstructions, debris, clutter, 
pits, holes, or openings.

• Set the base on the floor, resting on its casters.
• Press down on the slide yoke ring. Hold the 

ring down while you swing the two forward 
legs out until the yoke ring snaps into the 
locking hole on the bottom of the slide tube 
See Figure 1.

• To prevent the tripod base from rolling back-
ward during assembly, lower the backstop as 
shown.

• Set the frame assembly onto the two “V” 
angles on the tripod base, and lower the 
frame about 1 inch until it is secured by the 
angles.

• Before continuing, be sure the frame is 
pushed all the way down and is held securely 
by the angles.

• The Lifter is specifically engineered for 
material lifting purposes only and must not 
be utilised for any other function. It is not 
intended to serve as a personnel lift or plat-
form and should not be employed for such 
purposes.

• This unit is made of steel which conducts 
electricity. KEEP THE UNIT AWAY FROM LIVE 
ELECTRICAL WIRES. Failure to do so could 
result in electrocution.

• DO NOT pass your hand through the spokes 
on the winch when operating the unit as this 
could result in serious bodily injury.

ASSEMBLY

A

B

C

D

A
Frame assembly, which includes a winch 
assembly and standard 122cm telescoping 
lift sections.

B Cradle assembly, without its detachable 
crossarms.

C Two cradle crossarm assemblies.

D Tripod base assembly.

Figure. 1

Components of the Drywall Lifter

https://www.thetoolshed.co.nz/
https://www.thetoolshed.co.nz/
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ASSEMBLY ASSEMBLY
Attaching the Handle

Slide Bar

Attach Cradle to Frame

Attach Crossarms to the Cradle

Assemble the Winch

• Attach the handle to the winch wheel. 
Tighten the nut, then back it off slightly so 
the handle turns freely.

• Press the winch assembly slightly back 
toward the frame. This automatically 
engages the slide bar lock to keep the winch 
fully extended. (Figure 5).

IMPORTANT: Before continuing, ensure that 
the slide bar lock is fully engaged–that is, 
rotated clockwise as far as possible.

• Insert the cradle’s post into the opening on 
top of the frame.

• Secure the cradle to the frame by snapping 
the tilt latch upward so it hooks over the stud 
on the cradle.

NOTE: The crossarms are interchangeable.
• Slide the tapered plates on the crossarms into 

the tapered sockets on the cradle. (Figure 7).

• Press each crossarm forward into the socket 
until the spring tab on the bottom of the 
crossarm snaps into place. (Figure 8).

• When the winch is fully extended, release 
the brake arm and swing the retaining hook 
away so it no longer secures the telescoping 
sections inside the frame housing.

• Hold the winch wheel and brake arm as 
shown in Figure 2. Rotate the winch wheel 
forward slightly while you lift on the brake 
arm to release the brake. 

• Raise the brake arm all the way up. Grasp the 
winch post, and grip the brake arm firmly 
with your thumb. (Figure 3).

Figure. 2

• Place your right hand on top of the frame. 
Continue to grip the brake arm as needed to 
prevent cable backlash, and pull the winch 
assembly all the way toward you. (Figure 4).

Figure. 3

Figure. 4

Figure. 5

To avoid injury, the slide bar lock must 
be fully engaged if the winch assembly 
is extended.

WARNING

Figure. 6

Figure. 7

Figure. 8

https://www.thetoolshed.co.nz/
https://www.thetoolshed.co.nz/
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CONTROLS CONTROLS
Slide Yoke Ring

Panel Support Hooks
Tilt Latch

Brake Arm

Winch Wheel, Handle, & Post

Retaining Hook

Backstop

Slide Bar Lock
Outriggers

• Press down on the slide yoke ring to unlatch 
the two forward legs so they can be rotated 
out to the Lift’s working position or in to its 
storage position. A spring-loaded pin snaps 
into a hole on the bottom of the slide tube, 
to lock the folding legs position.

• Open the support hook on each crossarm to 
support the drywall panel when it is being 
loaded, or when the cradle is tilted.

• To avoid damaging them, always close the 
support hooks before transporting or storing 
the Lift.

• To allow the cradle to tilt (for loading a dry 
wall panel, or for raising the panel to a side 
wall or sloped ceiling), or to remove the 
cradle from the frame, pivot the tilt latch out 
and down. To lock the cradle onto the frame 
without tilting, pivot the latch up to engage 
the stud on the cradle.

• A spring-loaded brake holds the cradle at 
whatever height you raise it by cranking the 
winch wheel. To lower the cradle, control the 
backward rotation of the winch by grasping 
the wheel handle as you carefully raise the 
brake arm to release the brake.

• Cranking the winch (using the handle) coils 
or uncoils the cable that raises/lowers the 
cradle.

• Grasp the post for leverage when cranking 
the winch.

• The retaining hook 
secures the tele-
scoping sections 
inside the frame, 
for transport and 
storage.

NOTE: When it is in the level (non-tilted) 
position, the cradle will also tilt up to 10° 
side-to-side.

• Pivot the backstop down to prevent the base 
from rolling backward, or up to allow the unit 
to wheel freely.

• The slide bar lock holds the winch assembly 
at its operating (fully extended) position.

• To fold the winch assembly against the frame 
(when disassembling the unit for transport 
or storage), disengage the lock by turning it 
counter-clockwise as you lift on the slide bar.

• When you reassemble the unit for operation, 
extending the winch assembly all the way 
and then pressing it back slightly toward the 
frame automatically engages the lock.

• Never tighten the nut on the slide bar lock, 
or you will be unable to fold up the unit for 
transportation and storage.

• The outriggers on the crossarms extend for 
supporting a longer drywall panel.

• To extend an outrigger, pull out the lock pin 
with your right hand until you can slide the 
outrigger out with your left hand. The lock 
pin can engage to lock the outrigger at one 
of three positions: fully retracted; extended 
21 inch; or extended 33 inch.

IMPORTANT: Never load a drywall panel 
or operate the Lift if the lock pins are not 
engaged at one of these positions, or if the 
outriggers are extended beyond the 33in 
position.
• To avoid damaging them, always fully retract 

the outriggers before transporting or storage.

https://www.thetoolshed.co.nz/
https://www.thetoolshed.co.nz/


14 15

OPERATION MANUAL OPERATION MANUAL

WWW.THETOOLSHED.CO.NZWWW.THETOOLSHED.CO.NZ

OPERATION OPERATION
Safety Check

Loading the Drywall Panel

Raising the Panel

Raising the Panel Lowering the Panel

Disassembly and Storage

Before you begin operating the Lift each day:
• Inspect the unit carefully for wear or damage. 

Pay special attention to the cable.
• Be sure the Lift is at working room tempera-

ture before operating.
• Be sure the winch brake drum is clean and 

dry before operating.

• Set (lower) the backstop, so the Lift won’t roll 
backward (see Backstop page 12).

• Swing open the panel support hooks on the 
two crossarms. Be sure the cradle is turned so 
the support hooks are on the opposite side 
from the winch wheel.

• Extend the crossarm outriggers on the cradle 
as needed to fully support the length of the 
drywall panel (see Outriggers page 12).

• Release the tilt latch to tilt the cradle (see Tilt 
Latch page 13).

• Hold the drywall panel with its face paper 
toward the tilted cradle, and load the panel 
onto the Lift as shown. Set the panel onto the 
support hooks, and carefully lean it against 
the crossarms. 

• If installing the panel on a flat ceiling, tilt the 
cradle back up to its level position and lock 
the tilt latch. If installing the panel on a side 
wall or a sloped ceiling, leave the cradle tilted.

• Raise the backstop on the base, and carefully 
roll the Lift close to the position where the 
panel will be installed. See figure 10.

• Crank the winch wheel in the direction 
shown (hold the post for leverage) until the 
panel is at the desired height.

• The brake is spring-loaded to automatically 
hold the cradle at the selected height when 
you stop cranking.

IMPORTANT: Always lower the backstop 
before raising the panel to a sloped ceiling 
or a side wall.

• Grasp the wheel handle with your right hand 
so you can restrain the backward rotation of 
the winch.

• Retain your hold on the winch handle. Care-
fully release the brake with your left hand 
and slowly rotate the wheel backward to 
lower the cradle to the desired height.

• Always store the Drywall Lift in a dry, 
protected area. To disassemble for more 
compact storage, refer to the following 
pages.

Figure. 10

Figure. 11

Figure. 13

Figure. 12

Figure. 14

https://www.thetoolshed.co.nz/
https://www.thetoolshed.co.nz/
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DISASSEMBLY DISASSEMBLY
Safety Check
• Crank the cradle all the way down.
• Slide the cradle outriggers all the way in until 

they latch. Close the panel support hooks.
• Remove the crossarms by pressing the spring 

tab on the bottom and sliding the crossarm 
out of the tapered socket.

• Unlock the winch assembly by lifting the 
slide bar with your left hand while you rotate 
the slide bar lock counter-clockwise with 
your right hand.

• Hold the slide bar lock in this disengaged 
position and press down on the telescoping 
sections in the frame with your left hand. The 
winch assembly will move toward the frame 
housing.

• Hold the retaining hook in this position with 
your left hand, and rotate the winch forward 
with your right hand.

• Unlock the cradle tilt latch. Lift the cradle 
(about 7.5cm) until you can remove it from 
the frame.

• Rotate the winch wheel one full rotation 
forward as shown. This will raise the inner 
telescoping section. • Crank the telescoping sections all the way 

down. Swing up the retaining hook as shown, 
and crank the telescoping sections back up 
slightly until secured by the hook.

• The winch assembly will fold up against 
the frame. When the slide bar contacts 
the frame, tighten the cable by turning the 
wheel further (just enough to hold the winch 
assembly in this position).

• Carefully lift the frame/winch about 2.54cm 
to free it from the tripod base.

• To fold the base, press down on the slide 
yoke ring and pivot the forward legs in until 
they lock in the closed position.

Figure. 15

Figure. 16

Figure. 17

MAINTENANCE
• Inspect the cable before each work day. 

Replace it at the first sign of wear.
• Occasionally oil the cable pulleys. Crank 

up the telescoping sections for access to 
the internal cable pulley. Never allow oil or 
grease to contact the surface of the winch 
brake drum.

• Occasionally oil the caster bearings.
• If the telescoping sections of the frame don’t 

operate smoothly, apply household paraffin 
to the sliding surfaces

• Do not use harsh chemicals or solvents when 
cleaning this tool. 

• If you discover any damaged or broken parts, 
consult your nearest ToolShed for replace-
ments and advise.

Storage
• Ensure you store the drywall lifter in a dry 

place while not in use.

https://www.thetoolshed.co.nz/
https://www.thetoolshed.co.nz/


EXPLODED PARTS LIST

TSDWL EXPLODED VIEW & PARTS LIST

1

1

Main Bracket    X2
2

2

Hex-Nut M6×1    X3
3

3

Supporting Rod    X2
4

4

Spring Pressure Plate    X2
5

5

Tube Cap 2    X8
6

6

Spring Pressure Plate    X2
7

7

Flat Washer    X2
8

8

Hex-Bolt M635    X2
9

9

Tube Cap 2    X2
10

10

Washer    X2
11

11

Return Spring    X2
12

12

T-Pin    X2
13

13

Adjusting Spring
14

14

Hex-Bolt M6×25
15

15

Spring Rod 

16

16

Spindle
17

17

Cross-Bar
18

18

Assistant Bracket    X2
19

19

Hex Nut M6    X6
20

20

Steering Gear Base
21

21

Hex-Bolt M6×60
22

22

Safety Lock
23

23

Hex-Bolt M6×10    X2
24

24

Pressure Plate
25

25

Ox-Horn 
26

26

Diagonal Draw Bar
27

27

Non-Adjustable Bolt
28

28

Rubber Sleeve
29

29

Brake Handle
30

30

Hex-Nut M12    X2

31

31

Hex-Bolt M10×20    X2
32

32

Tension Spring
33

33

Hex-Bolt M12×120
34

34

Side Plate
35

35

Flat Washer
36

36

Round Handle
37

37

Rubber Round Handle
38

38

Brake Rubber Handle
39

39

Positioning Sleeve
40

40

Exciter Shaft Fixed Plate
41

41

Hex-Nut M10
42

42

Hex-Bolt M10×150
43

43

Wheel With Brake     X3
44 Main Supporting Bracket
45

45

Spit Pin 2.5×18    X12

46 Sliding Lock
47 Spring Plate    X2
48 Hex-Bolt M6×14    X2
49 Reset Spring
50

50

Supporting Bracket    X2
51

51

Sub Bracket    X2
52

52

Inner Pillar
53

53

Middle Pillar
54

54

Guide Wheel    X3
55

55

Shaft Pin    X4
56

56

Flat Washer    X12
57

57

Guide Sleeve     X3
58

58

Outer Pillar
59

59

Wire Rope Lock
60

60

Wire Rope 4mm


	Product Details
	Specifications
	Product Identification
	Safety Guidelines
	Assembly
	Controls
	Operation
	Disassembly
	Maintenance
	Exploded Parts List

