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*We are always working to improve our products. Therefore, the enclosed product may differ slightly from the image on the cover.



INTRODUCTION 

Introduction 

Congratulations on your purchase of a Power 

Equipment inverter generator. designs and 

builds generators to strict specifications. With proper 

use and maintenance, this generator will bring years of 

satisfying service. 

Portable Power Generator 

This unit is a gasoline engine driven, alternating current 

(AC) generator. It is designed to supply electrical power 

for lighting, appliances, tools and similar equipment. 

Accessories 

Power Equipment manufactures and sells 

accessories designed to help you get the most from 

your purchase. To find out more about our covers, power 

cables and storm kits, please call us: 

This Booklet 

Every effort has been made to ensure the accuracy and 

completeness of the information in this manual. We reserve 

the right to change, alter and/or improve the product and 

this document at any time without prior notice. 

Record the model and serial numbers as well as date and place of purchase for future reference. Have this 

information available when ordering parts and when making technical or warranty inquiries. 

Model Number 

Serial Number 

Date of Purchase 

Purchase Location 

For Oil Type see 'Add Engine Oil' section. For Fuel Type see 'Add Fuel' section. 
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MANUAL CONVENTIONS 

This manual uses the following symbols to help differentiate between different kinds of information. The safety symbol 

is used with a key word to alert you to potential hazards in operating and owning power equipment. 

Follow all safety messages to avoid or reduce the risk of serious injury or death. 
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�DANGER 

DANGER indicates an imminently hazardous 

situation which, if not avoided, will result in death 

or serious injury. 

�WARNING 

WARNING indicates a potentially hazardous 

situation which, if not avoided, could result in 

death or serious injury. 

CD CAUTION 

CAUTION indicates a potentially hazardous 

situation which, if not avoided, may result in minor 

or moderate injury. 



SAFETY RULES 

�DANGER 

Generator exhaust contains carbon monoxide, a 

colorless, odorless, poison gas. Breathing carbon 

monoxide will cause nausea, dizziness, fainting or 

death. If you start to feel dizzy or weak, get to fresh 

air immediately. 

Operate generator outdoors only in a well ventilated 

area. 

DO NOT operate the generator inside any building, 

including garages, basements, crawlspaces and 

sheds, enclosure or compartment, including the 

generator compartment of a recreational vehicle. 

DO NOT allow exhaust fumes to enter a confined 

area through windows, doors, vents or other 

openings. 

DANGER CARBON MONOXIDE: using a generator 

indoors CAN KILL YOU IN MINUTES. 

Keep hands and feet away from rotating parts. 

Tie up long hair and remove jewelry. 

Operate equipment with guards in place. 

DO NOT wear loose-fitting clothing, dangling 

drawstrings or items that could become caught. 

DO NOT touch bare wires or receptacles. 
DO NOT use electrical cords that are worn, damaged 
or frayed. 
DO NOT operate generator in wet weather. 
DO NOT allow children or unqualified persons to 
operate or service the generator 
Use a ground fault circuit interrupter (GFCI) in damp 
areas and areas containing conductive material such 
as metal decking. 
Use approved transfer equipment to isolate generator 
from your electric utility and Notify your utility 
company before connecting your generator to your 
power system. 

When servicing the generator: 
Disconnect the spark plug wire and place it where it 
cannot contact the plug. 
DO NOT check for spark with the plug removed. 
Use only approved spark plug testers. 

DO NOT touch hot surfaces. 
Avoid contact with hot exhaust gases. 
Allow equipment to cool before touching. 
Maintain at least three feet of clearance on all sides 
to ensure adequate cooling. 
Maintain at least five feet of clearance from 
combustible materials. 

In case of emergency, call 911 immediately. 

NEVER use this product to power life support 

devices or life support appliances. 

NEVER use this product to power medical devices 

or medical appliances. 

Inform your electricity provider immediately if you 

or anyone in your household depends on electrical 

euipment to live. 

Inform your electrical provider immediately if a 

loss of power would cause you or anyone in your 

household to experience a medical emergency. 
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�DANGER 

Fuel and fuel vapors are highly flammable and 

extremely explosive. 

Fire or explosion can cause severe burns or death. 

Unintentional startup can result in entanglement, 

traumatic amputation or laceration. 

When adding or removing fuel: 

Turn the generator off and let it cool for at least two 

minutes before removing the fuel cap. Loosen the 

cap slowly to relieve pressure in the tank. 

Only fill or drain fuel outdoors in a well-ventilated area. 

DO NOT pump gas directly into the generator at the 

gas station. Use an approved container to transfer 

the fuel to the generator. 

DO NOT overfill the fuel tank. 

Always keep fuel away from sparks, open flames, 

pilot lights, heat and other sources of ignition. 

DO NOT light or smoke cigarettes. 

When starting the generator: 

DO NOT attempt to start a damaged generator. 

Make certain that the gas cap, air filter, spark plug, 

fuel lines and exhaust system are properly in place. 

Allow spilled fuel to evaporate fully before 

attempting to start the engine. 

Make certain that the generator is resting firmly on 

level ground. 

When operating the generator: 

DO NOT move or tip the generator during operation. 

DO NOT tip the generator or allow fuel or oil to spill. 

When transporting or servicing the generator: 

Make certain that the fuel shutoff valve is in the off 

position and the fuel tank is empty. 

Disconnect the spark plug wire. 

When storing the generator: 

Store away from sparks, open flames, pilot lights, 

heat and other sources of ignition. 

A spark arrestor may be required. The operator 
should contact local fire agencies for laws or 
regulations relating to fire prevention requirements. 

SAFETY RULES 

�WARNING 

Rapid retraction of the starter cord will pull hand and 

arm towards the engine faster than you can let go. 

Unintentional startup can result in entanglement, 

traumatic amputation or laceration. 

Broken bones, fractures, bruises or sprains could result. 

When starting engine, pull the starter cord slowly 

until resistance is felt and then pull rapidly to avoid 

kickback. 

DO NOT start or stop the engine with electrical 

devices plugged in. 

DO NOT overload the generator. 

Start the generator and allow the engine to stabilize 

before connecting electrical loads. 

Connect electrical equipment in the off position, 

and then turn them on for operation. 

Turn electrical equipment off and disconnect before 

stopping the generator. 

DO NOT tamper with the governed speed. 

DO NOT modify the generator in any way. 

Use the generator only for intended uses. 

Operate only on level surfaces. 

DO NOT expose generator to excessive moisture, 

dust, or dirt. 

DO NOT allow any material to block the cooling slots. 

If connected devices overheat, turn them off and 

disconnect them from the generator. 

DO NOT use the generator if: 

Electrical output is lost 
- Equipment sparks, smokes or emits flames

- Equipment vibrates excessively



CONTROLS AND FEATURES 

Read this owner's manual before operating your generator. Familiarize yourself with the location and function of the 

controls and features. Save this manual for future reference. 

Inverter 

(1) Carrying Handle

(2) Fuel Lever Vent - Turn this valve to the "On"

position to supply air to the tank.

(3) Fuel Cap - Remove to add fuel.

(4) Recoil Starter - Used to start the engine.

(5) Maintenance Cover - Oil filler, Air filter, and

Carburetor access.

(6) Muffler
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Reset

DC~12VDC~12VDC~12V

AC Socket

Indicator��Lights

1314

Reset

AC  Socket

DC~12V

8

9 Battery Switch

10

1112

11 Red Pilot Lamp

12 Wireless Set Button

13 Indicator  Lights
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Plug
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Add Fuel 

1. Use clean, fresh, regular unleaded fuel with a

minimum octane rating of 85 and an ethanol

content of less than 10% by volume.

2. DO NOT mix oil with fuel.

3. Clean the area around the fuel cap.

4. Remove the fuel cap.

5. Slowly add the fuel in the tank. DO NOT fill fully. Leave

about 0.25 inch (0.64 cm) for the expansion of fuel.

6. Screw on the fuel cap and wipe away any spilled fuel.
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Do not mix oil and gasoline. 

Fill tank to approximately ¼" below the top of the 

tank to allow for fuel expansion. 

DO NOT pump gas directly into the generator at the 

gas station. Use an approved container to transfer 

the fuel to the generator. 

DO NOT fill fuel tank indoors. 

DO NOT fill fuel tank when the engine is running or hot. 

DO NOT overfill the fuel tank. 

DO NOT light cigarettes or smoke when filling the 

fuel tank. 

ASSEMBLY 

Grounding 
Your generator must be properly connected to an 

appropriate ground to help prevent electric shock. 

A ground terminal connected to the frame of the generator 

has been provided on the power panel. For remote 

grounding, connect of a length of heavy gauge (12 AWG 

minimum) copper wire between the generator ground 

terminal and a copper rod driven into the ground. We 

strongly recommend that you consult with a qualified 

electrician to ensure compliance with local electrical codes. 



OPERATION 

Generator Location 

DANGER CARBON MONOXIDE, using a generator 

indoors CAN KILL YOU IN MINUTES. Generator exhaust 

contains carbon monoxide (CO). This is a poison gas you 

cannot see or smell. If you can smell of the generator 

gas you are breathing CO. But even if you cannot smell 

the exhaust, you could be breathing CO. 

NEVER operate the generator inside any building, 

including garages, basements, crawlspaces and sheds, 

enclosure or compartment, including the generator 

compartment of a recreational vehicle. Deadly levels 

of carbon monoxide can build up in these areas. Using 

a fan or opening windows and doors does NOT supply 

enough fresh air. 

Please consult your local authority. In some areas, 

generators must be registered with the local utility. 

Generators used at construction sites may be subject to 

additional rules and regulations. 

This generator must have at least five feet of clearance 

from combustible material. Leave at least three feet 

of clearance on all sides of the generator to allow for 

adequate cooling, maintenance and servicing. 

Place the generator in a well-ventilated area far 

away from windows door, and vents. DO NOT place 

the generator near vents or intakes where exhaust 

fumes could be drawn into occupied or confined 

spaces. Carefully consider wind and air currents when 

positioning generator. 

Even when using a generator correctly, carbon monoxide 

may leak into the home. use a battery-powered 

or battery- backup CO alarm in the home. If you start 

to feel sick, dizzy, or weak after the generator has been 

running, move to fresh air RIGHT AWAY. See a doctor, 

you could have carbon monoxide poisoning. 

Using a generator or electrical appliance in wet 

conditions, such as rain or snow, or near a pool or 

sprinkler system, or when your hands are wet, could 

result in electrocution. 

Starting the Engine 

1. Make certain the generator is on a flat, level surface.

2. Disconnect all electrical loads from the generator.

Never start or stop the generator with electrical

devices plugged in or turned on.

3. Turn the fuel cap vent lever to the "On" position.

4. Turn the fuel valve to the "On" position.

5. Slide choke lever right to the "Choke" position.

6. Turn the engine switch to the "On" position.

ON 

OFF 
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TSGI7E - Syncing your Remote

The wireless set button is a feature that allows you to 

sync remotes to your generator. You are able to set up to 

two remotes to the TSGI7E or reset a remote control with 

the generator.

To sync or reset remote controls, do the following:

1. Turn the ignition switch on the generator to the 

"ON" position.

2. Turn the battery switch to the "ON" position.

3. Push and hold the wireless set button next to 

the red light (located on the front panel) for 

approximately three seconds - the red light will turn on.

4. Push and release the "STOP" button on the 

remote and the red light will blink once to remove the 

remote program.

5. Push and release the "START" button and the 

red light will blink once to program the remote. 

6. Press and hold the programming button for 

approximately three seconds until the red light turns off.

You can now test the remote Start & Stop features.

TSGI7E - Connecting The Battery
1. Remove the protective cover from the red battery 

lead.

2. Attach the red lead to the red terminal on the 

battery with the cap screw and secure with the lock 

washer.

3. Repeat step 2 for the black battery lead.
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Air Filter 

1. Remove the maintenance cover.

2. Locate the air filter plastic cover. Remove the screw

using a Phillips head screwdriver.

3. Remove the foam element.

4. Wash in liquid detergent and water. Squeeze

thoroughly dry in a clean cloth.

5. Saturate in clean engine oil.

6. Squeeze in a clean, absorbent cloth to remove all

excess oil.

7. Place the filter in the assembly.

8. Reattach the air filter cover.

9. Reinstall the maintenance cover and tighten the

cover screw securely.
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MAINTENANCE AND STORAGE 

Cleaning 

Water can contaminate the fuel system. 

Use a damp cloth to clean exterior surfaces of the engine. 

Use a soft bristle brush to remove dirt and oil. 

Use an air compressor (25 PSI) to clear dirt and debris 

from the engine. 



MAINTENANCE AND STORAGE 

Adjustments 

The air-fuel mixture is not adjustable. Tampering with 

the governor can damage your generator and your 

electrical devices and will void your warranty. 

Maintenance Schedule 

Follow the service intervals indicated in the following 

maintenance schedule. 

Service your generator more frequently when operating 

in adverse conditions. 

Every 8 hours or daily 

Check oil level 

Clean around air intake and muffler 

First 5 Hours 

Change oil 

Every 50 hours or every season 

Clean air filter 

Change oil if operating under heavy load or in hot 

environments 

Every 100 hours or every season 

Change oil 

Clean/Adjust spark plug 

Check/Adjust valve clearance * 

Clean fuel tank and filter * 

Every 3 years 

Replace fuel line 

*To be performed by knowledgeable, experienced owners or

Power Equipment certified dealers.

Generator Maintenance 

Make certain that the generator is kept clean and stored 

properly. Only operate the unit on a flat, level surface in 

a clean, dry operating environment. DO NOT expose the 

unit to extreme conditions, excessive dust, dirt, moisture 

or corrosive vapors. 

Water can enter the generator through the cooling 

slots and damage the generator windings. 

Use a damp cloth to clean exterior surfaces of the generator. 

Use a soft bristle brush to remove dirt and oil. 

Use an air compressor (25 PSI) to clear dirt and debris 

from the generator. 

Generator Maintenance Cont'd. 

Inspect all air vents and cooling slots to ensure that they 

are clean and unobstructed. 

Storage 

The generator should be started at least once every 14 

days and allowed to run for at least 20 minutes. For 

longer term storage, please follow these guidelines. 

Generator Storage 

1. Allow the engine to cool completely before storage.

2. Clean the generator according to the instructions in

the Maintenance section.

3. Remove the maintenance cover. Drain all fuel

completely from the fuel line and carburetor to

prevent varnish build up.

4. Remove the spark plug cap, then pull the recoil grip 3

times to drain the gasoline from the carburetor jets.

5. Change the engine oil.

6. Remove the spark plug and pour about a tablespoon

of oil into the cylinder. Crank the engine slowly to

distribute the oil and lubricate the cylinder.

7. Reattach the spark plug.
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