IRIPLEY’

FTS Series
Fibre Buffer Tube Scoring Tools

Category: Fiber Optic Cable Slitters
Brand: Miller®

Buffer Tube Scorers

Overview

* One-step precision fiber buffer tube scoring tool

o Factory-set, hardened carbon steel blade requires no adjustments
* Body comprised of a resilient acetal polymer to ensure longevity

» Color-coded to for easy identification out in the field

Specifications

Material Impact-Resistant Polymer, Carbon Steel
Dimensions 3.75" x 0.625" (95.53 - 15.92 mm)
Weight 10z (28 g)

MODEL PART NO.

FTS-005 80990

FTS 80980
FTS-035 80985

BUFFER TUBE DIAMETER
Up to 0.079" (2.0 mm)
0.062" - 0.236" (1.6 - 6.0 mm)
0.062" - 0.236" (1.6 - 6.0 mm)

COLOR
Red

Yellow

Blue



FIBER TUBE SCORER
Operating Instructions

Warning! This tool should not be used on live electrical circuits. It is not
protected against electrical shock! Always use OSHA/ANSI or other industry
approved eye protection when using tools. This tool is not to be used for purposes
other than intended. Read carefully and understand instructions before using this tool.

The FTS can score
tubes of diameter sizes
&S 1.6mm - 6.0mm
W ﬁ without need for any

i adjustments.
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1. Depress the two legs at the grip pads enough so the U-
shaped ends bypass and form the tube scoring opening.
2. Insert the tube.
3. Relax the grip on the legs to close the tool and engage the
scoring blade.
4. While continuing to hold the tube, slowly rotate the FTS in a
forward direction, for approximately 2-4 revolutions.
NOTE: Depending on the tube size or material, fewer
or more revolutions may be needed to fully score the
tube.
5. Depress the tool legs once again to remove the tube.
6. Firmly grasping the tube at either side of the score, gently
flex the tube to “break” it at the score.
7. Remove or separate the tube sections to access the fibers.
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FTS Fiber Tube Scorer - Part No. 80980

For more information:

Vicom Australia Pty Ltd Vicom New Zealand Ltd
1064 Centre Rd. Oakleigh South Vic 3167 Australia Grd Floor, 60 Grafton Road AUCKLAND 1010 New Zealand
1300 360 251 info@vicom.com.au www.vicom.com.au +649 379 4596 info(@vicom.co.nz wWww.vicom.co.nz

WARRANTY: RIPLEY warrants its products against defective materials and workmanship for
a period of one year from date of shipment from the RIPLEY factory provided the product is
utilized in accordance with instructions and specified ratings.
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