
M301 to 307

Portable antenna

M301 to 307
 

 

 

 

M401 to 407

Items  Ｍ３０１ Ｍ３０２ Ｍ３０３ Ｍ３０４ Ｍ３０５ Ｍ３０６ Ｍ３０７ 

Frequency range ０．８０～１．００ＧＨｚ １．２５～１．６５ＧＨｚ １．７０～２．２０ＧＨｚ ２．２５～２．６５ＧＨｚ ３００～５００ＭＨｚ ４．８～６．２ＧＨｚ ４７０～７７０MHｚ 

Antenna gain ２．１５ｄＢｉ (typ) 

VSWR １．５以下 ＜１．５ ＜１．８ ＜１．８  ＜１．５ ＜１．８  ＜１．５ 

Dimensions ７．５φ×２５０ｍｍ ７．５φ×２５０ｍｍ ７．５φ×１８０ｍｍ ７．５φ×１８０ｍｍ ８．０φ×１９５ｍｍ ７．５φ×１００ｍｍ ８．０φｘ１２３ｍｍ

Weight 　２０ｇ 　２０ｇ 　２０ｇ 　２０ｇ 　３０ｇ 　１０ｇ 　２０ｇ 

The antennas M301 to M307 are available for the MSA300 series.

Being installed in the anechoic box or shield box,
they are utilized in the wireless test.
 

The antennas M401 to M407 are available for the MSA400/MSA500 series.

 

２．１５ｄＢｉ (typ) ２．１５ｄＢｉ (typ) ２．１５ｄＢｉ (typ) ２．１５ｄＢｉ (typ) ２．１５ｄＢｉ (typ) ２．１５ｄＢｉ (typ)

Type Sleeve λ/4 Whip λ/4 Whip

＜１．５

M401 to 407

Sleeve Sleeve Sleeve Sleeve

 
Items  M401 M402 M403 M404 M405 M406 M407

Frequency range ０．８０～１．００ＧＨｚ １．２５～１．６５ＧＨｚ １．７０～２．２０ＧＨｚ ２．２５～２．６５ＧＨｚ ３００～５００ＭＨｚ ４．８～６．２ＧＨｚ ４７０～７７０MHｚ 

Antenna gain ２．１５ｄＢｉ (typ) 

VSWR ＜１．５ ＜１．８ ＜１．８  ＜１．５ ＜１．８  ＜１．５ 

Dimensions ７．５φ×２８０ｍｍ ７．５φ×２８０ｍｍ ７．５φ×２１０ｍｍ ７．５φ×２１０ｍｍ ８．０φ×２１２ｍｍ ７．５φ×１５２ｍｍ ８．０φｘ１３８ｍｍ

Weight 　65ｇ

２．１５ｄＢｉ (typ) ２．１５ｄＢｉ (typ) ２．１５ｄＢｉ (typ) ２．１５ｄＢｉ (typ) ２．１５ｄＢｉ (typ) ２．１５ｄＢｉ (typ)

Type Sleeve λ/4 Whip λ/4 Whip

＜１．５

Sleeve Sleeve Sleeve Sleeve

　65ｇ 　65ｇ 　65ｇ 　62ｇ 　65ｇ 　56ｇ


