
● 3 year advanced replacement
warranty*

● Easy battery replacement

● Compact footprint 2RU ,1kVA to 3kVA 
& 3RU for the 6kVA to 10kVA

● Scalable from one to ten external 
batteries depending on model of UPS

● Flexible rack/tower footprint

● Rack kits & Tower feet included 

FEBM FEATURES YEAR
3

ADVANCED 
REPLACEMENT  
WARRANTY*

The ION FEBM Rack/Tower external battery module provides extended run time for the  line-interactive F16 and Online 

Double Conversion F18 range of high power factor power UPS. Designed to scalable runtimes for servers, storage systems, 
VoIP gear and network equipment. The FEBM is the affordable way for businesses to flexibly integrate reliable power 
backup and protect vital IT and Telecom equipment.

info@ionups.com.au 
www.ionups.com.au 

P: 1300 700 805

FEBM
External Batteries

36V / 48V / 72V / 180V / 240V



FEBM-360 FEBM-480 FEBM-720 FEBM-180 FEBM-240

F16-1000 F18-2000 F16-2000 F18-6000 F18-10000

F16-1500 F16-3000 F18-SC6 (Super Charger) F18-SC10 (Super Charger)

F18-1000 F18-3000

F18-SC3 (Super Charger)

4 4 4 / 8 (SC) 4 / 10 (SC) 4 / 10 (SC)

36V 48V 72V 180V 240V

FEBM-360 FEBM-480 FEBM-720 FEBM-180 FEBM-240

2 2 2 3 3

86mm 86mm 86mm 130mm 130mm

440mm 440mm 440mm 440mm 440mm

435mm 435mm 605mm 595mm 595mm

21kg 21kg 34kg 45kg 55kg

*Product specifications are subject to change without further notice.
*3 Year advanced replacement warranty on UPS electronics and batteries please refer to the ION website for more information.

FEBM
External Batteries
Specifications

Compatible  UPS

Compatible Model 

Voltage

EBM Dimensions 

RU

UPS Batteries

Battery type Maintenance-free sealed Lead-Acid battery with suspended electrolyte : leakproof

Typical Recharge Time 3-6 hour(s)

Expected Battery Life 3-5 years

Included Rack Kit / Tower Feet

Extendable Run Time Yes

Storage Temperature -15 - 45 °C

Maximum Height

Maximum Width

Maximum Depth

Net Weight

Colour Black

0 - 40 °C

Operating Relative Humidity 0 - 95%

Operating Elevation 0-3000 meters

Standard Warranty 3 Year Advanced Replacement*

Maximum Qty Per UPS

Storage Relative Humidity 0 - 95%

Storage Elevation 0-15000 meters

Conformance

Approvals CE

Environmental

Operating Environment
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