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ULTRA 202T
AC/DC TIG | STICK

Ultra 202T  
User guide, specs, videos

Part No. Description

WC-202T 202T Standard Package

WC-06370 Optional Foot Controller

WC-06235 Optional T100 Welder Trolley

WC-06233 Optional Stick Lead 4m

*Standard warranty 2 years, with extended 10 year warranty  
available if registered online after purchase
***Factory fitted with 10A plug for commissioning purposes. For 
information on correct use with 10A or 15A power supply, refer to 
manual

Made in 
Italy

10 Year  
Warranty*

  HF or Lift Arc ignition

  Super-Flex 8m Torch (with remote amp control)

  2-in-1 Dual Input 10A or 15A**

  Smart-Start (Reliable & professional TIG ignition on Aluminum.)

  Bi-Level (Toggle between 2 set Current levels from the torch.)

  Pulse Frequency & Width Controls

  Easy Pulse (Optional easy pulse welding mode for beginners.)

  Slope Up/Down & Post/Pre Gas Controls

  AC Square-wave & Balance Controls

Earth Lead  
4m

Foot 
Controller

Includes:

Stick Lead 
4m

Optional:

TIG Torch
#26 8m 
Flexi 
(remote control)

Gas  
Regulator

Trolley

Foot Controller
(optional)

Description Details

Dimensions mm L430 x W170 x H340

Weight 16 kg

Power Supply ~240V 1-Phase

Standard AS 60974.2

Output / Duty  
Cycle (40c)

200A @ 24% 
115A @ 60% 
100A @ 100%

TIG Tungsten  
Size Capacity

≤ 3.2mm

Stick Electrode  
Size Capacity

≤ 4.0mm

OCV 78V (VRD off)

http://www.weldclass.com.au/202t
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