I d I Promoax BZL 15 Binzel Stule)
eiacidass Torch & Ports List

Customer driven innovation.

Torch

APPLICATION INFO:

+ 180 Amp Maximum Capacity (150A @ 60% duty cycle, using
mixed argon gas)

- ldeal for Light Fabrication

» Euro connection - fits most common brands/models of MIG
welders / wire feeders

Euro Connection

Part No. Description Unit
WC-03609 3m Each
WC-03610 4m Each

Spares
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Part No. Description REF Unit

P3-B15SN  Neck - Standard Pk1 (ref 002.0009) Pkt 1
P3-B15FN  Neck - Flexible (002.0029) Pkt 1
P3-B15N Nozzle - Conical 12mm (ref 145.0075) Pkt 2

E

F

A
P3-B15NC  Nozzle - Cylindrical 16mm (ref 145.0041) B  Pkt2
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P3-B15NS  Nozzle Spring (ref 002.0058) Pkt 2
P3-B15TH  Tip Holder/Gas Diffuser (ref 002.0078) Pkt 2

Tips Liners
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Part No. Description Unit

Part No. Description Unit P3-BBSL4 Steel 0.6 - 0.8mm Blue 4m (ref 124.0012) Pkt 1
P3-BRSL3 Steel 0.9 - 1.2mm Red 3m (ref 124.0026) Pkt 1

P3-BT6066 M6x6 0.6mm (ref 140.0008) Pkt 5 P3-BRSL4 Steel 0.9 - 1.2mm Red 4m (ref 124.0031) Pkt 1
P3-BT6086 M6x6 0.8mm (ref 140.0059) Pkt 5 P3-BRSL5 Steel 0.9 -1.2mm Red 5m (ref 124.0035) Pkt 1
P3-BT6096  M6x6 0.9mm (ref 140.0177) Pkt 5 P3-CTUL0O9 Teflon (Aluminium)5m 0.9/1.0mm Pkt 1
P3-BTA6096, M6x6 0.9mm Alu/Flux-Core (ref 141.0005) Pkt 5 P3-CTUL12 Teflon (Aluminium)5m 1.0/1.2/1.6mm Pkt 1

The products advertised above are original Weldclass products only. Weldclass is not affiliated in any way with Binzel, and the products are not original Binzel. Any references to Binzel trade names and/or part numbers are for identification purposes only.
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