WF-160MST

**MIG / Multi-Function**

**Includes:**
- MIG Torch 2m BZL15
- Drive Rollers for:
  - 0.8/0.9 Steel
  - 0.8/0.9 Gasless
- Earth Lead 3m
- Stick Lead 3m

**Options:**
- TIG Torch
- Gas Regulator

**Specifications**

<table>
<thead>
<tr>
<th>Description</th>
<th>Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Dimensions (incl. handle)</td>
<td>395L x 165W x 290H mm</td>
</tr>
<tr>
<td>Standard</td>
<td>AS 60974.1</td>
</tr>
<tr>
<td>Power Supply</td>
<td>240V 1-Phase</td>
</tr>
<tr>
<td>Output Cable Terminals</td>
<td>10-25 (Standard)</td>
</tr>
<tr>
<td>Protection Class</td>
<td>IP21</td>
</tr>
<tr>
<td>MIG</td>
<td></td>
</tr>
<tr>
<td>Welding Current / Voltage Output</td>
<td>40A/15V - 160A/22V</td>
</tr>
<tr>
<td>Duty Cycle (40 °C)</td>
<td>160A @ 20% 130A @ 60% 100A @ 100%</td>
</tr>
<tr>
<td>Wire Sizes / Capacity</td>
<td>0.6, 0.8, 0.9mm</td>
</tr>
<tr>
<td>Stick (MMA) &amp; TIG</td>
<td></td>
</tr>
<tr>
<td>Welding Current Output</td>
<td>30A – 140A</td>
</tr>
<tr>
<td>Duty Cycle</td>
<td>140A @ 20%</td>
</tr>
<tr>
<td>MMA Electrode Size / Capacity</td>
<td>1.6 – 3.2mm</td>
</tr>
<tr>
<td>TIG Tungsten Electrode Size / Capacity</td>
<td>1.6mm</td>
</tr>
</tbody>
</table>

**More info**

**Comparison**

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>WF-06127</td>
<td>WF-160MST Standard Package</td>
</tr>
<tr>
<td>3-TTU2917V/4</td>
<td>Optional TIG Torch #17 4m</td>
</tr>
<tr>
<td>4-AR1</td>
<td>Optional Gas Regulator</td>
</tr>
</tbody>
</table>

*Standard warranty 6 months, with 6 months extension if registered at www.weldclass.com.au*

**Details**

- 160A @ 20% Output
- MIG, Stick & Lift-TIG
- LCD Displays
- Lightweight & Compact (9kg)
- 3m Earth & Stick Leads
- Drive Rollers for 0.8/0.9mm Gas & Gasless

**Dimensions**

- 395L x 165W x 290H mm

**Power Supply**

- 240V 1-Phase

**Output Cable Terminals**

- 10-25 (Standard)

**Protection Class**

- IP21

**MIG**

- Welding Current / Voltage Output: 40A/15V - 160A/22V
- Duty Cycle (40 °C): 160A @ 20%, 130A @ 60%, 100A @ 100%
- Wire Sizes / Capacity: 0.6, 0.8, 0.9mm

**Stick (MMA) & TIG**

- Welding Current Output: 30A – 140A
- Duty Cycle: 140A @ 20%
- MMA Electrode Size / Capacity: 1.6 – 3.2mm
- TIG Tungsten Electrode Size / Capacity: 1.6mm

**Part No.**

- WF-06127: WF-160MST Standard Package
- 3-TTU2917V/4: Optional TIG Torch #17 4m
- 4-AR1: Optional Gas Regulator

**Digitized Version**

- Takes 1kg or 5kg Spools
- Digital Readouts
- Compact, Robust & Lightweight
- Generator Compatible Min. 7kVA Ideal 11kVA
- 12 Month Warranty*

Issued March 2019. All specifications and prices are subject to change at any time without notice. E.&O.E.