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E C H O P A N E L®  C O L L E C T I O N

E C H O P A N E L®  P A L E T T E

7mm

12mm

24mm

QUICK REFERENCE GUIDE

7mm x 1200mm x 2800mm                    
0.28" x 47.24" x 110.24"

12mm x 1200mm x 2800mm 
0.47" x 47.24" x 110.24"

24mm x 1200mm x 2800mm 
0.94” x 47.24" x 110.24"           

PANEL DIMENSIONS
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CONTENTS

ISO 105 B02: Rating 6 - 7

ISO 9705: Group 1, AS 1530.3,  

BS 476: Class 2

AS ISO 354: 2006 (R2016) (direct fix results)

αw: 0.20 (H)

NRC: 0.25

SAA: 0.24

Class: E

ASTM D5116: TVOC Emissions Rate: 

<0.02mg/m²/hr (7 days), and CDPH Stan-

dard Method v1.2: TVOC Emissions Rate: 

<0.054mg/m³; Formaldehyde Emissions 

Rate: <2µg/m³

ISO 105 B02: Rating 6 - 7

ISO 9705: Group 1, AS 1530.3, 

GB 8624 B1,  

BS EN 13501.1: Classification B - s1, d0

AS ISO 354: 2006 (R2016) (direct fix results)

αw: 0.30 (MH)

NRC: 0.45

SAA: 0.43

Class: D

ISO 1209 - 1: 2007 @20mm Deflection

Direction 1 = 37.3N, Direction 2 = 39.1N

ASTM D5116: TVOC Emissions Rate: 

<0.02mg/m²/hr (7 days), and CDPH Stan-

dard Method v1.2: TVOC Emissions Rate: 

<0.054mg/m³; Formaldehyde Emissions 

Rate: <2µg/m³

ASTM D5116: TVOC Emissions Rate: 

<0.093mg/m²/hr (7 days)

ISO 105 B02: Rating 6 - 7

ISO 9705: Group 1

ASTM E84 Unadhered: Class 2 or B

BS EN 13501.1: Classification B - s1, d0

BS EN 45545-2 + A1 Annex C: CIT: 0.00

AS ISO 354: 2006 (R2016) (direct fix results)

αw: 0.45 (MH)

NRC: 0.65

SAA: 0.63

Class: D

ISO 1209 - 1: 2007 @20mm Deflection

Direction 1 = 39.7N, Direction 2 = 39.8N

ASTM D5116: TVOC Emissions Rate: 

<0.02mg/m²/hr (7 days), and CDPH Stan-

dard Method v1.2: TVOC Emissions Rate: 

<0.054mg/m³; Formaldehyde Emissions 

Rate: <2µg/m³

SPECIFICATIONS 	

PERFORMANCE	

PRODUCT	

COMPOSITION

WEIGHT

THICKNESS

PANEL DIMENSIONS

ECHOPANEL® 7mm

100% PET (60% post-consumer recycled)

4.7kg

7mm (+/- 7%) 

2800mm (+/- 10mm) x 1200mm (+/- 5mm)

ECHOPANEL® 12mm

100% PET (60% post-consumer recycled)

8kg

12mm (+/- 7%) 

2800mm (+/- 10mm) x 1200mm (+/- 5mm)

ECHOPANEL® 24mm

100% PET (60% post-consumer recycled)

10kg

24mm (+/- 7%) 

2800mm (+/- 10mm) x 1200mm (+/- 5mm)

COLOUR FASTNESS TO LIGHT

FIRE TEST

SOUND ABSORPTION

FLEXURAL PROPERTIES 

VOC EMISSIONS

(ECHOPANEL® unprinted)

VOC EMISSIONS

(ECHOPANEL® printed)

E C H O P A N E L®  C O L L E C T I O N


